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	SMT Test Socket - TQFP-48 Breakout


PRODUCT ID 1241

• Description


You know those ZIF sockets we have for DIP chips? Well these are just like that but for SMT parts! Yeah, that's right, now you can program and test out your favorite new parts in fine-pitch TQFP-48 packages. This test sockets is good for any QFP-48 in a 7mm square body. Simply open the latch, place the chip in carefully and then close the top over it. The chip is held securely against gold 'fingers' in the socket. The socket is soldered onto a pair of PCBs that turn it into, essentially, a 48 pin DIP with spacing that can be breadboarded fairly easily. Please note Pin #1 on the "DIP" pinout does not line up with pin #1 of the QFP chip. The QFP's pin #1 is at DIP #7 The test socket is a high quality, Japanese construction from Yamaichi. Because the pitch is much finer than other chips, these sockets are significantly more expensive!

• Technical Details

o Weight 40.1g o PCB dimension:63.5mm x 38.2mm / x o Fits TQFP-48 with 7mm body o Broken out into wide 48 pin breadboard spacing


Engineered in NYC Adafruit




	More datasheets: CS4341-KSZ | CS4341-CZZR | CS4341-CZZ | 2520 | SRAH-07C2500 | SRAH-07C250R | VRAH-07C2500 | 08-30466-0065G | 09-150CFG | DS1701K






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived 1241 Datasheet file may be downloaded here without warranties.







	
		Datasheet ID: 1241 506104

	




	
		© Copyright 2019 Application & Datasheet. All Rights Reserved.

	


		

	