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	PDF Datasheet Preview
	Wire > Hook-Up Wire > 1000 V


Hook-Up Wire

1000 V, PTFE


MIL-DTL-16878/5 Type EE UL VW-1 NEMA HP3


Operating Temperature
• -60°C to +200°C


Materials
• Stranded silver-plated copper

conductor
• PTFE insulation


Availability 100 ft m 500 ft 152 m 1000 ft 305 m *

*May contain multiple lengths

22807 22407 22207 22007


Wire Size


AWG 28 24 22 20


Stranding


AWG 7/36 7/32 7/30 7/28

mm 7 x 7 x 7 x 7 x


Insulation Thickness Inch mm


Nominal Diameter Inch mm


NEMA HP-3


EEXBCB EEXBEB EEXBFB EXBGB


Insulation Colors


White


Yellow


Black


Blue


Brown


Green


Orange


Slate Violet


Alpha Wire | | 1-800-52 ALPHA subject to change. For complete and availability, visit




	More datasheets: B39961B4006Z810 | MPL025 | MPL027 | 314 | 80137 SL005 | A8209 | B39421R2702U310 | S558-5999-42-F | 22407 GR005 | 22407 YL005






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived 22407 WH001 Datasheet file may be downloaded here without warranties.
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