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PART NO. M33330


	Part	Datasheet
	
 M33330 SL001	M33330 SL001
 (pdf)


	Related Parts	Information
	
 M33330 SL005	M33330 SL005

	
 M33330 SL002	M33330 SL002



	PDF Datasheet Preview
	PART NO. M33330


Construction

1 Component 1 a Conductor b Insulation 1 Color Code Cond 1 2 3 4 5


Color BLACK RED WHITE GREEN ORANGE

30 X 1 COND 22 7/30 AWG TC Wall, Nom. PVC, Semi Rigid Alpha Wire Color Code D


Cond 11 12 13 14 15


Color PINK TAN RED/GREEN RED/YELLOW RED/BLACK


Diameters In


Cond 21 22 23 24 25


Color WHITE/BROWN WHITE/ORANGE WHITE/SLATE WHITE/VIOLET WHITE/BLACK/RED


BLUE


WHITE/BLACK


WHITE/BLACK/GREE


BROWN


WHITE/RED


WHITE/BLACK/YELL


YELLOW


WHITE/GREEN


WHITE/BLACK/BLUE


VIOLET


WHITE/YELLOW


WHITE/BLACK/BROW


SLATE

2 Cable Assembly a Twists b Core Wrap 3 Jacket a Color s

b Print


WHITE/BLUE


WHITE/BLACK/ORAN

30 Components Cabled Twists/foot min


Clear Mylar Tape, 25% Overlap, Min.


Wall, Nom.,PVC


Max.


SLATE


ALPHA WIRE-* P/N M33330 30C 22 AWG 75C CMG UL C UL OR AWM STYLE 2576 CE ROHS * = Factory Code [Note Product may have c UL or CSA markings depending upon plant of manufacture.]


Applicable Specifications

1 UL 2 CSA International 3 CE:


CMG AWM/STYLE 2576 C UL TYPE CMG FT4 EU Low Voltage Directive 2006/95/EC

75°C 80°C / 150 VRMS 75°C


Environmental

1 CE EU Directive 2011/65/EU RoHS2 :

2 REACH Regulation EC 1907/2006 :

3 California Proposition 65:




	More datasheets: 610220 | 610224 | 610216 | 610222 | 610228 | 610226 | 610230 | 610234 | 610232 | 610214






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived M33330 SL001 Datasheet file may be downloaded here without warranties.
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