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PART NO. M9240243


	Part	Datasheet
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	PDF Datasheet Preview
	PART NO. M9240243


Construction

1 Component 1 a Conductor 1 b Conductor 2 c Insulation

1 Print

2 Color s

d Pair 1 Twists:


Individually Applied e Shield:

1 Foil Direction 2 Drain Wire 2 Cable Assembly a Twists b Core Wrap 3 Shield a Foil Direction b Drain Wire 5 Jacket a Color s b Ripcord c Print

24 X 1 PAIR 20 SOLID AWG CHROMEL 20 SOLID AWG ALUMEL Wall, Nom. PVC ALPHANUMERIC NUMBERS - 1-ONE ALTERNATING AND INVERTED CHROMEL YELLOW, ALUMEL RED Pair number printed on Yellow conductors 2/Cond Cabled Together Twists/foot min


Diameters In


Foil Free Alum/Mylar Tape, 25% Overlap, Min.


Foil Facing In

20 7/28 AWG TC

24 Components Cabled


Twists/foot min


Clear Mylar Tape, 25% Overlap, Min.


Alum/Mylar Tape, 25% Overlap, Min.


Foil Facing In

20 7/28 AWG TC


Wall, Nom.,PVC


Max.


YELLOW

1 End 810 Denier Nylon


ALPHA WIRE-* P/N M9240243

105C 20 AWG UL PLTC/ITC


THCPL EXTN TYPE KX --- ROHSCE

* = Factory Code


Applicable Specifications

1 UL 2 Other


PLTC ITC CL3 ANSI MC96.1 Type KX

105°C 105°C


Environmental

1 CE:EU Directive 2011/65/EU RoHS2 :

2 REACH Regulation EC 1907/2006 3 California Proposition 65:


This product complies with European Directive 2011/65/EU RoHS Directive of the European Parliament and of the Council of 8 June No Exemptions are required for RoHS Compliance on this item. Consult Alpha Wire's web site for RoHS C of C.


This product does not contain Substances of Very High Concern SVHC listed on the European Union's REACH candidate list in excess of mass of the item. Forup-to-date information, please see Alpha's REACH SVHC Declaration.


The outer surface materials used in the manufacture of this part meet the requirements of California Proposition


Properties


Physical & Mechanical Properties 1 Temperature Range

10X Cable Diameter 3 Pull Tension


Yes Electrical Properties 1 Voltage Rating300 VRMS 2 Component 1 a Inductance




	More datasheets: QTLP650D3TR | QTLP650C3TR | NSE11DSV57NAF215F | NSE11DSV57NAF220A | NSE11DSV57NAF215A | NSE11DV57NCF220A | NSE11DV57NCF215A | NSE11DSV57NAF220F | M9240243 YL005 | M9240243 YL001






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived M9240243 YL002 Datasheet file may be downloaded here without warranties.







	
		Datasheet ID: M9240243 YL002 517036

	




	
		© Copyright 2019 Application & Datasheet. All Rights Reserved.

	


		

	