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Company History


American Electrical, Inc. was founded in 1997 by Thomas McCormick, former Vice President of Sales for Weidmuller, Inc. The Company concept was born over lunch with fellow associates literally on a napkin. American Electrical, Inc. was developed with a special German supplier relationship who after a business meeting provided McCormick with a price list and a handshake. The Company flourished due to strong friendships, business relationships, and people who were unafraid to help a new organization grow. McCormick will never forget those special people and Distributors who first helped him get started Thank You.


McCormick dreamed of a Company that responded quickly, shipped on time and provided quality products at a great price. He envisioned a workplace that was not compartmentalized, one where each person could be responsible for the Customer throughout the entire specification/order chain. He felt the satisfaction of the employees would create a powerful Customer Service entity which in return would create customer loyalty.


McCormick built the product lines offered by partnering with Companies who specialized in a product area but were smaller in scope the businesses that were looking to break into the U.S. industrial market, but with no intentions of putting up brick and mortar. Today, American Electrical, Inc. has 12 product lines and is still growing. Our dedicated employees all work hard to serve our valued customers helping them to “Think Inside the Box.”


Quality Statement


American Electrical, Inc. is a supplier of high quality industrial electrical components. All of our products are manufactured in accordance to international standards, such as UL, CSA, CE and more.


RoHS EU directive 2002/95/EC :


We certify all of our products comply with the RoHS Directive of January 27, All product lines are free of banned substances to include lead, mercury, cadmium, hexavalent chromium, PBB and PBDE.


Our Core Beliefs


We have an acronym we call “FAST” that has both a true and underlying meaning. Of course the underlying message to our customers is that we try to do things as quickly as possible. Whether that’s a quotation, price check, availability question, shipping or information request we do it now we know and understand that there are eager customers or potential customers waiting on us and their time is as valuable as ours.


Our word FAST also has a definitive meaning:


F To be Flexible in our ability to serve the customer, to be able

to effectively wear the different “hats” that are required in a smaller organization and to have the customers’ service issues in mind at all times.


A To be Accurate in everything we do from specification to

delivery. We understand the consequences of mistakes and the domino effect they can have on the practices of our customers and our combined businesses. Mistakes cost money and time. We seek the proper training to insure that we follow the correct procedures and have the product knowledge necessary to be correct. We know that we need to do it right all the time to eliminate the necessity to do it over.


S To act with Speed in all that we do. We know the customer

waits for our response or our products and we do not need to waste that time for we understand that time is money. We want to be able to ship today, quote and specify now, fax immediately, confirm orders on receipt respond NOW. For we know that this will win our customers’ support, future business and trust.


T To act as a Team so that our effort is multiplied to produce a

much greater result for our customers. To have the positive attitude that is so common in winners. The understanding that people want to be winners and work with winners with people who are successful not only in what they do but how they work together. We are a Team who acts as one on behalf of our dedicated customers, whom we would be nothing without.
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Din Rail Mounted TERMINAL BLOCKS

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey


End Plate - Disconnect Plate Width mm Polyamide 66


Small Partition

grey

grey

torque Nm


Voltage/Current/Cross-section 750 V ~ / 24 A / 750 V ~ / 24 A / 600 V ~ / 20 A / AWG 26 - 12 CSA AWG 28 - 12 630 V ~ / 23 A

- 4 / - 4

26 - 12 / -

10 mm / Nm CSA Nm


Type


Part. No.

304 120


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


Qty. 100 std. pk.

2m 1m 2m

495 049

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey


End Plate - Disconnect Plate Width mm Polyamide 66

grey

torque Nm


Voltage/Current/Cross-section

750 V ~ / 76 A / 16

750 V ~ / 76 A / 16 600 V ~ / 85 A / AWG 12-4 630 V ~ / 71 A

- 25 / - 25

12 - 4 / - 16

16 mm / Nm


Type


Part. No.


AVK 16

304 160


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


Qty. 50 std. pk.

2m 1m 2m

Ordering Data


Polyamide 66 Yellow-Green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted


When DIN Rails are mounted to metallic cabinetry and properly connected to earth, the proper grounding process is complete.

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

torque Nm


Voltage/Current/Cross-section -V~ / -A / 4mm2 -V~ / -A / 4mm2 -V~ / -A / AWG 26-10 CSA AWG 28-10 630 V

- 6 / - 6

26 - 10 / - 4

10 mm / Nm CSA Nm


Type


Part. No.


AVK T

334 120


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


Qty. 50 std. pk.

2m 1m 2m

495 049


TS 35


Group Marking ge

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey


End Plate - Disconnect Plate Width mm Polyamide 66

torque Nm


Voltage/Current/Cross-section 750 V ~ / 24 A / 750 V ~ / 24 A / 600 V ~ / 20 A / AWG 26-12 630 V ~ / 23 A

- 4 / - 4

26 - 12 / -

10 mm / Nm


Type


Part. No.


AVK rd

304 200


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


Qty. 100 std. pk.

2m 1m 2m

495 049

444 120

462 120

Ordering Data


Polyamide 66 Yellow-Green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

torque Nm


Voltage/Current/Cross-section - V / ~ A / - V / ~ A / - V / ~ A / AWG 26-12 630 V

- 4 / - 4

26 - 12 / -

10 mm / Nm


Type


Part. No.


AVK Trd

334 170


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


Qty. 50 std. pk.

2m 1m 2m

495 049

ts 35


End Plate Width mm Polyamide 66


NPP Cross Connection

Ordering Data


Polyamide 66

grey

yellow-Green


End Bracket


Thickness 8mm

grey

torque Nm


Voltage/Current/Cross-section 400 V ~ / 24 A / 300 V ~ / 20 A / AWG 26-12 400 V ~ / 23 A

- 4 / - 4

16 - 8 / -

12 mm / Nm


Type


Part. No.


Qty.

304 429

495 069


End Plate - Disconnect Plate


Width mm -

grey


Polyamide 66

yellow-Green


NPP MVK

444 429


Small Partition

grey AD1

467 919


Cross Connection


Test Plug-Soc. / Ins. Test Soc.

476 222

476 223

476 224

476 229


TF Ø2

493 020


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

Ordering Data


Type


Part. No.


Qty.


Polyamide 66 Grey


AVK F

324 929

electrical Data


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049


End Plate - Disconnect Plate Width mm Polyamide 66

grey NPP avk cc 444 139

std. pk. 2m 1m 2m 100


Test Plug-Soc. / Ins. Test Soc.


TF Ø2

493 020


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 4 / 16 A 8 kV / 3 1 / B3 IP 20 / -
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AVK CF


Width 6 mm 324 919 324 910


AVK SKT

498 759


AVK SKTD

498 859

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

16 - 70 / 25 - 50

6 - 0 / 16 - 50

20 mm / 6 Nm


Type


Part. No.


AVK 50

304 330


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

495 219


Qty. 25 std. pk.

2m 1m 2m

avk / ek6


Cross Connection


UK 50/2


Warning Label IP


UK 95/2

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

95 / 95 3/0 / 95 mm / 4 Nm Type AVK 95 b Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No. 304 300 Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 219


Isolation Cover

kkb 95

466 100


Qty. 4

std. pk.

2m 1m 2m


Cross Connection


UK 95/2


UK 150/2


UK 240/2

ukb 95/2 ukb 95/3 ukb 95/4

478 302

478 303

478 304


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

95 / 95 - 232 A 8 kV / 3 1/IP 10 / -
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MR 35 MR 35


AVK 150 b


Width 48 mm 304 310


M12 x 30


AVK 240 b


Width 53 mm 304 320


M16 x 35


MR 35


MR 35

Electrical Ratings TSE / CE EN 60947-7-1 UL / CSA ATEX Connection Data Solid Strand, Screw Con. - Fine Strand, Screw Con. AWG Conductor / Fine Strand with Ferrule Insulation Stripping Length / Torque Ordering Data Polyamide 66 Grey

torque Nm


Voltage/Current/Cross-section 500 V ~ / 24 A / 300 V ~ / 20 A / AWG 26 - 12 400 V ~ / A

- 4 / - 4

26 - 12 / -

9 mm / Nm


Type


Part. No.


Qty.


PIK n

317 109


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


End Plate Width mm Polyamide 66


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049

std. pk.

2m 1m 2m

grey NPP pik 2.5-4n

449 019


Cross Connection


Test Plug-Soc. / Ins. Test Soc.

474 122

474 123

474 124

474 129


TF Ø2

493 020


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

Ordering Data


Polyamide 66 Grey

grey

grey

grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

torque Nm


Voltage/Current/Cross-section 500 V ~ / 32 A / 4 300 V ~ / 30 A / AWG 26 - 10 400 V ~ / A

- 6 / - 6

26 - 10 / - 4

9 mm / Nm


Type


Part. No.


Qty.


PIK 4 n

319 109


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049

std. pk.

2m 1m 2m


End Plate Width mm Polyamide 66

grey NPP pik 2.5-4n

449 019


Cross Connection


Test Plug-Soc. / Ins. Test Soc.


UK 4/2 UK 4/3 UK 4/4 UK 4/10


TF Ø2

474 132

474 133

474 134

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 6 / - 6

26 - 10 / - 4

8 mm / Nm


Type


Part. No.

pIk 4 fs

319 809


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

495 049


Qty. 85 std. pk.

2m 1m 2m


End Plate Width mm Polyamide 66

grey npp pik 4 fs

449 029


NPP puk 3 NPP PUK 3T Cross Connection

474 480

Ordering Data


Polyamide 66


Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 4 / - 4

24 - 12 / -

9 mm / Nm


Type


Part. No.

puk 3 s

324 409


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

495 049


End Plate Width mm Polyamide 66

grey npp pUk 3 s

450 169


Qty. 20 std. pk.

2m 1m 2m


Cross Connection

Ordering Data


Polyamide 66 Grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 10 / - 10

26 - 8 / - 6

12 mm / Nm


Type


Part. No.

ask 2 b

360 119


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

495 049


Qty. 25 std. pk.

2m 1m 2m


End Plate Width mm Polyamide 66

grey NPP ask 2

450 049

npp ask 3 Cross Connection

Ordering Data


Polyamide 66 Grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 6 / - 6

26 - 8 / - 4

10 mm / Nm


Type


Part. No.

ask 3 mb

363 009


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

495 049


Qty. 20 std. pk.

2m 1m 2m


End Plate Width mm Polyamide 66

grey NPP ask 3

450 059

npp ask 3 Cross Connection

Ordering Data


Polyamide 66

without sockets - beige/grey

one socket - beige/grey

double socket - beige/grey

one test socket - beige/grey

double test socket - beige/grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

torque Nm


Voltage/Current/Cross-section 380 V ~ / 41 A / 6 300 V ~ / 50 A / AWG 20-8 250 V ~ / 41 A

- 10 / - 10

26 - 8 / - 6

12 mm / Nm


Type


Part. No.


Qty.

wgo 1

370 500 - 370 590

wgo 1

370 501 - 370 591

wgo 1

370 502 - 370 592

wgo 1

370 503 - 370 593


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

std. pk.

2m 1m 2m

495 049


End Plate Width mm Polyamide 66

beige npp wgo 1

450 100

Ordering Data


Polyamide 66

beige

torque Nm


Voltage/Current/Cross-section

750 V ~ / 57-76 A / 10-16

- 25 / - 25 - 16 / - 16

12 - 4 / - 16

16 - 8 / - 10

12 mm / Nm

10 mm / Nm


Type


Part. No.


Qty.

ayk 10/16

395 100


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


End Plate Width mm Polyamide 66


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049


NPP ayk

beige npp ayk

450 090


Test Plug-Soc. / Ins. Test Soc.


TF Ø4 TSK 8 Ø4

493 040 490 080


Warning Label IP


ITK 32 Ø4

with symbol IP 2 S without symbol IP 2

492 020

498 130 498 140


Group Marking

grey ge 2

496 119 496 250

Electrical Ratings CE EN 60947-7-1 / 60947-7-3 UL / CSA Connection Data Solid Strand, Screw Con. - Fine Strand, Screw Con. AWG Conductor / Fine Strand with Ferrule Insulation Stripping Length / Torque Ordering Data Polyamide 66 Grey

torque Nm


Voltage/Current/Cross-section 500 V ~ / A / 6 300 V ~ / A / AWG 26 - 8

- 10 / - 10

26 - 8 / - 6

12 mm / Nm


Type


Part. No.


Qty.

ask 2 s

351 109


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width grey


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


End Plate Width mm Polyamide 66


NPP ask 2

npp ask 3 npp ask 2 Cross Connection


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049

std. pk.

2m 1m 2m

450 049


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 10 / 10 / A 6 kV / 3 1 / B5 IP 20 / -

44 American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•


MR 35 MR 35 MR 35

ask 2 ld


Width 8 mm

Electrical Ratings CE EN 60947-7-1 / 60947-7-3 UL / CSA Connection Data Solid Strand, Screw Con. - Fine Strand, Screw Con. AWG Conductor / Fine Strand with Ferrule Insulation Stripping Length / Torque Ordering Data Polyamide 66 Grey

torque Nm


Voltage/Current/Cross-section

500 V ~ / 10 A / 4

600 V ~ / 10 A / AWG 26 - 10

- 6 / - 6

26 - 10 / - 4

12 mm / Nm


Type


Part. No.


Qty.

ask 3 f

354 109


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width grey


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049


End Plate Width mm Polyamide 66


NPP ask 3

450 059

npp ask 3 npp avk 4 fs Cross Connection


UK 4/2 UK 4/3 UK 4/4

476 232 476 233 476 234


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130 498 140


Group Marking

grey ge 2

496 119 496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 6 / 6 / 10 A 6 kV / 3 1 / B4 IP 20 / -

std. pk. 2m 1m 2m 100

25 20 15

50 25

46 American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•

Electrical Ratings CE EN 60947-7-1 / 60947-7-3 UL / CSA Connection Data Solid Strand, Screw Con. - Fine Strand, Screw Con. AWG Conductor / Fine Strand with Ferrule Insulation Stripping Length / Torque Ordering Data Polyamide 66 Grey

ask 4 s


Width 10 mm 351 129 351 120

torque Nm


Voltage/Current/Cross-section 750 V ~ / A / 6 600 V ~ / A / AWG 22 - 8

- 10 / - 10

22 - 8 / - 6

12 mm / Nm


Type


Part. No.


Qty.

ask 4 s

351 129


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width grey


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 049


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130 498 140


Group Marking

grey ge 2

496 119 496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 10 / 10 / A 8 kV / 3 1 / B5 IP 20 / -

std. pk. 2m 1m 2m 100

50 25

48 American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•


MR 35

ask 4 ld


Width 10 mm

torque Nm


Voltage/Current/Cross-section - V ~ / A / 6 - V ~ / - A / AWG 22 - 8

- 10 / - 10

22 - 8 / - 6

Insulation Stripping Length Connection Data Solid Strand, Screw Connection Fine Strand, Screw Connection AWG Conductor Ordering Data Polyamide

beige

10 mm

- mm2 - mm2 26 12 Part No. 305 110

10 mm

- 4 mm2 - mm2 26 12 Std. Pk. Part No. 100 305 120


Std. Pk. 100


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center

5mm slot width


Type Part No. Std. Pk. Type Part No. Std. Pk.

slotted

slotted

35x7.5 TS3575SL 2m 35x7.5 TS3575SL 2m

35x7.5 TS3575SL1 1m 35x7.5 TS3575SL1 1m

35x7.5 TS3575SL1-A 1m 35x7.5 TS3575SL1-A 1m

35x15 TS3515SL 2m 35x15 TS3515SL 2m

solid

solid

35x7.5 TS3575SOL 2m 35x7.5 TS3575SOL 2m

35x15 TS3515SOL 2m 35x15 TS3515SOL 2m

beige KD 3

495 040 100 KD 3

495 040 100


End Plate Partition


Thickness 1.5mm

beige NPP K 445 110 100 NPP 445 150 100


Polyamide

beige APP K 463 110 25 APP 463 150 25


Small Partition

beige AD 1

467 910 100

467 950 100


Cross Connection


UK 475 112 25 UK 475 122 25


UK 475 113 20 UK 475 123 20


UK 475 114 15 UK 475 124 15


UK 475 119 5 UK 475 129 5


Switchable Cross Connection Links

Insulation Stripping Length Connection Data Solid Strand, Screw Connection Fine Strand, Screw Connection AWG Conductor Ordering Data Polyamide


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted


TS 35x15 solid TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width


Thickness 8mm

aluminum slot dim. 13mm on 26mm center

5mm slot width

yellow-green beige


Marking Tags See page 104 & 105 for further detail.


American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•


WWiWditdiWhdtthi5hd5tm5hmm5mmmm

333133131321102201020


WWiWditdiWhdtthi6hd6tm6hmm6mmmm

333133131331103301030


WWiWditdiWhdtthi8hd8tm8hmm8mmmm

333133131341104401040


WWiWditdiWhdtthi1hd01t1h0m0m1m0mmmm

333133131351105501050


TS 35 TTSS 3325 TTSS 3325 TS 32 TS 35 TS 32 TS 35 TTSS 3325 TTSS 3325 TS 32 TS 35 TS 32 TS 35 TTSS 3325 TTSS 3325 TS 32 TS 35 TS 32 TS 35 TTSS 3325 TTSS 3325 TS 32 TS 35 TS 32

- V~ / - A / mm2 - V~ / - A / mm2 - V~ / - A / AWG 26-12

- V~ / - A / 4 mm2 - V~ / - A / 4 mm2 - V~ / - A / AWG 26-12

- V~ / - A / 6 mm2 - V~ / - A / 6 mm2 - V~ / - A / AWG 26-8

12 mm

12 mm

12 mm

- 4 mm2 - mm2 26 12 Part No. 331 120


Std. Pk. 50

- 6 mm2 - 4 mm2 26 10 Part No. 331 130


Std. Pk. 50

- 10 mm2 - 6 mm2 20 8 Part No. 331 140

- V~ / - A / 10 mm2 - V~ / - A / 10 mm2 - V~ / - A / AWG 16-8

12 mm


Std. Pk. 40

- 16 mm2 - 10 mm2 16 6 Part No. 331 150


Std. Pk. 30


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL


Std. Pk.

2m 1m 2m


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1.2mm Polyamide 66

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey


Voltage/Current/Cross-section 800 V / A /

22 - 14 / -

10 mm /


Type


Part. No.

307 009


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

npp pyk

446 449

app pyk

463 180


Qty. 80 std. pk.

2m 1m 2m


GREY BLUE GREEN YELLOW RED BEIGE


PYK 6 307 129 307 121 307 122 307 123 307 124 307 120


NPP 446 469 446 461 446 462 446 463 446 464 446 469

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1.2mm Polyamide 66

aluminum slot dim. 13mm on 26mm center 5mm slot width

yellow-green


Voltage/Current/Cross-section - V / - A /

22 - 14 / -

10 mm /


Type


Part. No.


PYK T

336 490


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

npp pyk 1.5-2.5T 446 442 T


Qty. 80 std. pk.

2m 1m 2m


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

Ordering Data


Polyamide 66

grey


Voltage/Current/Cross-section Voltage/Current/Cross-section

800 V ~ / 24 A /

- V ~ / - A /

- 4 / - 4

- 4 / - 4

22 - 12 / -

22 - 12 / -

10 mm /

10 mm /


Type


Part. No. Qty. Type


Part. No. Qty.

pykm

307 399 50

yellow-green

pykm T 336 430


End Plate


Warning Label IP

grey pykm npp1

446 589 100

pykm npp2

446 599 50

yellow-green

pykm npp1 446 582 T 25

pykm npp2 446 592 T 25

with symbol IP 2 S without symbol IP 2

498 130 498 140

25 IP 2 S 25 IP 2

498 130

498 140


Group Marking

grey ge 2

496 119 496 250

50 ge 25 ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 4 / 32 A 8 kV / 3 1 / A3 IP 20 / -

Electrical Ratings CE EN 60947-7-1 UL / CSA VDE ATEX Connection Data Solid Strand, Screw Con. - Fine Strand, Screw Con. AWG Conductor / Fine Strand with Ferrule Insulation Stripping Length / Torque Ordering Data Polyamide 66 Grey


PYK 2.5-2f


Width 5 mm 307 179 307 170


MR 35


Voltage/Current/Cross-section 500 V ~ / 24 A / 500 V ~ / 20 A / AWG 22-12

500 V ~ / 21 A

- 4 / - 4

22 - 12 / -

10 mm /


Type


Part. No.


Qty.


PYK 2.5-2F

307 179


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1.2mm Polyamide 66


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey npp pyk 2.5-2F


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

446 519

std. pk.

2m 1m 2m


Cross Connection

476 222

476 223

476 224

476 229


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 32 A 6 kV / 3 1 / A3 IP 20 / -

Ordering Data


Type


Part. No.


Qty.


Polyamide 66 Grey


PYK 2.5-2FD B 307 379


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Width 1.2mm Polyamide 66


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

grey npp pyk 2.5-2F


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

446 519

std. pk.

2m 1m 2m

1000 V A 1 N 4007


Cross Connection

476 222

476 223

476 224

476 229


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 32 A 6 kV / 3 1 / A3 IP 20 / -

62 American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•


MR 35 MR 35


MR 35 93


PYK 2.5-3f


Width 5 mm 307 199 307 190


PYK 2.5-2ft


Width 5 mm 307 189 307 180

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1.5mm Polyamide 66

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.


PYK 3 S

307 409


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

npp pyk 3 S

446 609


Qty. 20 std. pk.

2m 1m 2m


Cross Connection

476 222

476 223

476 224

Ordering Data


Polyamide 66


Grey


Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width Cross Connection

aluminum slot dim. 13mm on 26mm center 5mm slot width

- 6 / - 6

22 - 10 / - 4

10 mm /


Type


Part. No.


PYK 4 S

307 249


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

uk 6/2 uk 6/3 uk 6/4 uk 6/10

476 242 476 243 476 244 476 249


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130 498 140


Group Marking

grey ge 2

496 119 496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

/ 10 A 6 kV / 3 1 / A4 IP 20 / -


Qty. 15

std. pk.

2m 1m 2m

25 20 15 5

50 25

66 American Electrical
• 456 Southlake Blvd.
• Richmond, VA 23236
•
• fax
•


PYK 4 SLD


Width 8 mm 307


PYK 4 I

Ordering Data


Polyamide 66 Grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1mm Polyamide 66

aluminum slot dim. 13mm on 26mm center 5mm slot width

grey

- 4 / - 4

22 - 10 / -

10 mm /


Type


Part. No.


PYK a

307 169


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL

npp pyk A

446 509


Qty. 50 std. pk.

2m 1m 2m


Push-in Cross Connection

476 222

476 223

476 224

Ordering Data


Grey


Yellow-Green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Plate Thickness 1.2mm Polyamide 66

aluminum slot dim. 13mm on 26mm center 5mm slot width


Grey Yellow-Green

- 4 / - 4

22 - 12 / -

10 mm /


Type


Part. No.


PYK e

307 439


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

npp pyk E

446 619


Qty. 50

std. pk.

2m 1m 2m


Push-in Cross Connection

476 222

476 223

476 224

476 229


Warning Label IP

with symbol IP 2 S without symbol IP 2

498 130

498 140


Group Marking

grey ge 2

496 119

496 250


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

Ordering Data


Polyamide 66

beige

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

306 220

306 229


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


KD 3 KD 3

495 040 495 049


Qty. 100 std. pk.

2m 1m 2m


End Plate - Disconnect Plate Width mm Polyamide 66

beige NPP ybk

Ordering Data


Polyamide 66


Yellow-Green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

ybk T

336 220


Type


Part. No.

slotted

35x7.5


TS3575SL

35x7.5


TS3575SL1

35x7.5


TS3575SL1-A

35x15


TS3515SL

solid

35x7.5


TS3575SOL

35x15


TS3515SOL


KD 3 KD 3

495 040 495 049


End Plate - Disconnect Plate


Width mm -


Yellow-Green


Polyamide 66


NPP ybk T

Ordering Data


Polyamide 66

grey

yellow-green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 5

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

306 429


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL


KD 5 KD 5

495 060 495 069


Qty. 50

std. pk.

2m 1m 2m


End Plate - Disconnect Plate Width mm Polyamide 66

grey myk npp 1

446 429

myk npp 2

446 439

myk npp 1

yellow-green

myk npp 2


Cross Connection


Warning Label IP

476 222

476 223

476 224

476 229

Ordering Data


Polyamide 66

grey

grey

grey

grey

grey

grey

grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

ybk f

316 109


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


KD 3 KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


Qty. 30

std. pk. 2m 1m 2m 100


End Plate - Disconnect Plate Width mm Polyamide 66

grey NPP ybk F

446 299


Cross Connection


Warning Label IP

with symbol IP 4 S without symbol IP 4

476 222

476 223

Ordering Data


Polyamide 66

grey

grey

grey

grey

grey

grey

grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 6 / - 4

22 - 10 / - 4

12 mm /


Type


Part. No.

ybk 4-2 f

318 109


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


KD 3 KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


Qty. 50

std. pk. 2m 1m 2m 100


End Plate - Disconnect Plate Width mm Polyamide 66

grey NPP ybk 4-2 F

446 269


Cross Connection


Warning Label IP


UK 4/2 UK 4/3 UK 4/4 UK 4/10

with symbol IP 4 S without symbol IP 4

476 232

Ordering Data


Type


Part. No.


Qty.


Polyamide 66

grey ybk f

324 509


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

beige KD 3 grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049

std. pk.

2m 1m 2m


End Plate - Disconnect Plate Width mm Polyamide 66

grey NPP ybk F

446 249


NPP YBK FT


NPP YBK F Cross Connection


Warning Label IP


NPP YBK FT

with symbol IP 4 S without symbol IP 4

476 222

476 223

476 224

476 229

498 160

498 170


Group Marking ge

beige ge grey ge

496 110

496 119


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 4 / 32 A 6 kV / 3 1 / A3 IP 20 / -
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MR 35 MR 35

Ordering Data


Polyamide 66

grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

ybk 3 S

324 709


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

beige KD 3 grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


End Plate - Disconnect Plate Width mm Polyamide 66

grey NPP ybk 3 S

446 289


Qty. 20

std. pk.

2m 1m 2m


Cross Connection


Warning Label IP

with symbol IP 4 S without symbol IP 4

476 222

476 223

476 224

476 229

498 160

498 170


Group Marking ge

beige ge grey ge

496 110

496 119


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 4 / 32 A 6 kV / 3 1 / A3 IP 20 / -

Ordering Data


Polyamide 66

grey

grey

grey

grey

grey

grey

grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 6 / - 4

22 - 10 / - 4

12 mm /


Type


Part. No.

ybk S

355 119


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


KD 3 KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


Qty. 20

std. pk. 2m 1m 2m 100


End Plate - Disconnect Plate Width mm - Polyamide 66

grey NPP ybk s - ybk 1 450 069

npp ybk s - ybk 1 Cross Connection


Warning Label IP

npp ybk A

with symbol without symbol


UK 6/2 UK 6/3 UK 6/4 UK 6/10


IP 4 S IP 4

Ordering Data


Polyamide 66

grey

grey

grey

grey

grey

grey

grey

grey


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 6 / - 4

22 - 10 / - 4

12 mm /


Type


Part. No.

ybk I

355 129


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


KD 3 KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


Qty. 20

std. pk. 2m 1m 2m 100


End Plate - Disconnect Plate Width mm - Polyamide 66

grey NPP ybk s - ybk 1 450 069

npp ybk s - ybk 1 Cross Connection


Warning Label IP

with symbol without symbol


UK 6/2 UK 6/3 UK 6/4 UK 6/10


IP 4 S IP 4

476 242

Ordering Data


Type


Part. No.


Qty.


Polyamide 66

grey ybk E

326 059


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15

beige KD 3 grey KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049

std. pk.

2m 1m 2m


End Plate - Disconnect Plate Width mm - Polyamide 66

grey NPP ybk E

446 219


NPP YBK 2,5 E Cross Connection


Warning Label IP


NPP YBK 2,5 C

with symbol IP 4 S without symbol IP 4

476 222

476 223

476 224

476 229

498 160

498 170


Group Marking ge

beige ge grey ge

496 110

496 119


Technical Data
• Max.clamping range / Max. technical data
• Rated Impulse Voltage / Pollution severity
• Insulation material group / Gauge pin code according to IEC 60947-1
• Protection class / Protection conductor type Marking Tags See pages 104 & 105 for further detail

- 4 / 4 / 32 A 8 kV / 3 1 / A3 IP 20 / -
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YBK C


Width 5 mm 326 109 326 100

Ordering Data


Polyamide 66

grey

grey

grey

grey

grey

grey

grey

grey

yellow-green


Mounting Rails


TS 35x7.5 solid


TS 35x15 solid


TS 35x7.5 slotted


TS 35x15 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3

aluminum slot dim. 13mm on 26mm center 5mm slot width

beige grey

- 4 / -

22 - 12 / -

10 mm /


Type


Part. No.

ybk CD

326 219


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


KD 3 KD 3


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

495 040 495 049


Qty. 50

std. pk. 2m 1m 2m 100


End Plate - Disconnect Plate


Width mm - Polyamide 66

grey NPP ybk c

446 279

yellow-green


NPP YBK 2,5 E NPP YBK 2,5 C


Electrical Rating

Electrical Ratings Terminal Current Diode Voltage Diode Current Connection Data Solid Strand, Screw Connection Fine Strand, Screw Connection AWG Conductor Terminal Width Insulation Stripping Length Ordering Data Polyamide 66


End Plate


Voltage/Current/Cross-section 10 A 1000 V 1A

- 6 - AWG 22 - 12

mm 7 mm Type wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI wg-ekI Type NPP-EKI


Sch.Cir.Dia. 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24


Input Volt.

24V 24Vdc 110vdc 220vdc 24Vdc 110vdc 220vdc 24Vdc 30V 60V 75V 130V 275V 24Vac 48vac 110vac 220vac 24Vac 110vac 220vac dc 24Vdc 48vdc 60vdc


Width mm


Part. No. 110 010 110 020 110 030 110 040 110 050 110 060 110 070 110 080 110 090 110 100 110 120 110 130 110 140 110 150 110 160 110 170 110 180 110 190 110 200 110 210 110 220 110 230 110 240 110 250 110 260 110 270 110 280 110 290 110 300 110 310 110 320 110 330 110 340 110 350 110 360 110 370 110 380 110 390 Part. No. 111 010


Marking Tags See pages 104 & 105 for further detail
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1N 4007

1N 4007

1N 4007


Block of Extra Current Generated by Coils

1N 4007


Block of Extra Current Generated by Coils

1N 4007


Lamp / Test Circuit

1N 4007


Lamp / Test Circuit

1N 4007

1N 4007

1N 4007


Lamp / Test Circuit

1N 4007


Lamp / Test Circuit

1N 4007


Lamp / Test Circuit

1N 4007


Lamp - LED / Test Circuit

1N 4007


Lamp - LED / Test Circuit


Voltage Indicator


Voltage Indicator

1N 4007

1N 4007


Varistor


Overvoltage Protection

1N 4007 4

Ordering Data


Polyamide 66

grey

grey

grey

blue


Voltage/Current/Cross-section Voltage/Current/Cross-section

250 V ~ / 10 A /

250 V ~ / 10 A /

300 V ~ / 10 A / AWG 22 - 12

300 V ~ / 10 A / AWG 22 - 12

- 4 / -

- 4 / -

22 - 12 / -

22 - 12 / -

10 mm /

10 mm /


Type


Part. No.


Qty. Type


Part. No.


Qty.

pcy 364 019

pcy n 364 080


Mounting Rails TS 35x7.5 solid TS 35x7.5 slotted

steel slot dim. 25mm on 36mm center 5.2mm slot width End Bracket Thickness 8mm KD 3


End Plate Width mm Polyamide 66


TS 35x15 solid TS 35x15 slotted

aluminum slot dim. 13mm on 26mm center 5mm slot width


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

std. pk.

2m 1m 2m


Type slotted 35x7.5 35x7.5 35x7.5 35x15 solid 35x7.5 35x15


Part. No.


TS3575SL TS3575SL1-A TS3515SL


TS3575SOL TS3515SOL

std. pk.

2m 1m 2m

Ordering Data


Polyamide 66

orange

grey

beige

yellow-green


Technical Data

• Max.clamping range / Max. technical data

• Rated Impulse Voltage / Pollution severity

• Insulation material group / Gauge pin code according to IEC 60947-1

• Protection class / Protection conductor type


Marking Tags


See pages 104 & 105 for further detail

torque Nm


Voltage/Current/Cross-section 750 V ~ / 25 A / 4 600 V ~ / 20 A / AWG 26 - 10

torque Nm


Voltage/Current/Cross-section 750 V ~ / 25 A / 4 600 V ~ / 20 A / AWG 26 - 10

- 6 / - 6

- 6 / - 6

26 - 10 / - 4

26 - 10 / - 4

10 mm / Nm

10 mm / Nm


Type


Part. No.


Qty. Type


Part. No.


Qty.

trv 4

422 017

50 trv 4 b 422 057

trv 4

422 019

50 trv 4 b 422 059

trv 4

422 010

50 trv 4 b 422 050

- 6 / 6 / 32 A 8 kV / 3 1 / B4 IP 20 / -

- 6 / 6 / 32 A 8 kV / 3 1 / B4 IP 20 / -


TRV series enables users to make electrical connections to LV transformers. While TRV 4 provides the connection with fast-on type terminals, TRV 4M realizes double terminal connection possible. Other members of this series give the opportunity of setting double connection to cables with 10 cross section and fuse usage.
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Electrical Ratings TSE EN 60998-2-1 IEC 60998-1, IEC 60998-2-1 Insulation Stripping Length Torque Ordering Data Push-in Type


Voltage / Current / Cross-Sec. 380 V ~ / 24 A /


Type


Cat. No.


Qty.


PSK 1/2 w/2

420 020


PSK 1/12 w/12 420 120


Voltage / Current / Cross-Sec. 660 V ~ / 41 A / 6


Type


Cat. No.


Qty.


PSK 2/2 w/2

421 020


PSK 2/10 w/10 421 100

buk Series


Junction Box Terminal Strips

• Suitable for - mm2 solid strand cables

• Cage clamp connection
• One-point test
• Disassembling by turning

the cable left


Electrical Ratings


Voltage / Current / Cross-Sec. Voltage / Current / Cross-Sec. Voltage / Current / Cross-Sec.


IEC 60998-1, IEC 60998-2-1 VDE 450 V ~ / 24 A / 2,5

450 V ~ / 24 A / 2,5

450 V ~ / 24 A / 2,5


Connection Data


Solid Strand


Insulation Stripping Length 7 mm


AWG Conductor

22 12


Dimensions

Ordering Data


Type


Cat.No.


BUK 425 235

- 7 mm 22 12

- 7 mm 22 12


Qty. Type 100 BUK


Cat.No. 425 245


Qty. Type 100 BUK


Cat.No. 425 255


Qty. 100
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Terminal Strips


Electrical Ratings IEC 60998-1, IEC 60998-2 VDE UL Torque


Volt. / Current / Cross-Sec. 450 V ~ / 32 A /

300 V ~ / 20 A / AWG 22 - 10 Nm


Volt. / Current / Cross-Sec. 450 V ~ / 41 A / 4

300 V ~ / 30 A / AWG 22 - 10 Nm


Volt. / Current / Cross-Sec. 450 V ~ / 57 A / 6

300 V ~ / 50 A / AWG 14 - 8 Nm


Volt. / Current / Cross-Sec. 450 V ~ / 32 A /

300 V ~ / 20 A / AWG 26 - 10 Nm


Connection Data


Solid Strand, Screw Connection

4 - 16


Fine Strand, Screw Connection

4 - 10


Insulation Stripping Length / Torque

10 mm

10 mm


AWG Conductor

Ordering Data


Type Cat.No. Qty. Type Cat.No. Qty. Type Cat.No. Qty. Type Cat.No. Qty.


Black With Screw Blockage, Passivated


SK 1 430 002 50 SK 2 430 012 50 SK 3 430 022 50 SK 4 430 032 50


Naturel With Screw Blockage, Ni Coated SK 1 431 002 50 SK 2 431 012 50 SK 3 431 022 50 SK 4 431 032 50


Dimensions L W H
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Clamping Yokes and Accessories


BIK 1

400 110


BIK 2

400 120


BIK 3

400 130


BIK 4

400 140


BIK 5

400 150

Electrical Ratings Cross-Section Busbars Used Torque Ordering Data


Connection Data Insulation Stripping Length AWG Conductor Dimensions

- 6 25 x 3 mm


Nm Cat. No. Qty. 400 110 100

6 - 35 30 x 5 mm


Nm Cat. No. Qty. 400 120 100

6 - 35 40 x 5 mm


Nm Cat. No. Qty. 400 130 100

6 - 35 40 x 10 mm


Nm Cat. No. Qty. 400 140 100

6 - 35 30 x 10 mm


Nm Cat. No. Qty. 400 150 100

19 mm 14 8

21 mm 8 1

26 mm 8 1

26 mm 8 1

21 mm 8 1


BIK and SBK type terminals are produced suitable for various busbar sizes. It is possible to transfer energy practically without drilling the busbars. SBK type is more advantageous than BIK type in sense of cable connection ability by connecting terminal on busbar optionally.


SBK 16/5 SBK 16/10 SBK 35/5 SBK 35/10 SBK 50/5 SBK 50/10

401 173

401 174

401 180

401 181

401 501

401 502


Electrical Ratings


Cross-Section

16 - 35

16 - 35

25 - 50

25 - 50


Busbars Used

x 5 mm

x 10 mm

x 5 mm

x 10 mm

x 5 mm

x 10 mm


Torque

Ordering Data


Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

401 173 100 401 174 100 401 180

25 401 181

25 401 501

25 401 502


Connection Data


Ins. Stripping Length 22 mm

22 mm

30 mm

30 mm

36 mm

36 mm


AWG Conductor


Dimensions


Busbars


KUB 1 - 2


Type KUB 1 KUB 1/2


Cat. No. 525 100 525 101


Current A 80


Material E - Cu E - Cu


Dimensions mm 15 x 2 15 x 2


Qty. 1m

50 cm


KUB 2

525 200


KUB 2/2 525 201


E - Cu E - Cu

15 x 3 15 x 3

1m 50 cm


KUB 3


KUB 3

525 300


E - Cu

10 x 3


Single strand screw connection mm


KUB 3/3 525 350


Tin Plated E - Cu

10 x 3


Insulation Stripping Length 9 mm


Busbar Support Block

Electrical Ratings Cross-Section Insulation Stripping Length Fixing Screw Busbar Dimensions Torque Ordering Data


Connection Data Solid Strand Fine Strand, AWG Conductor Dimensions


BK 4 525 361


BK 10 525 362

4 16 mm M3 10 x 3 Nm Type BK 4


Cat. No. 525 361


Qty. 200

10 19 mm M4 10 x 3 Nm Type BK 10


Cat. No. 525 362

6 4 20 10

10 14 6


BK 35 525 363


Qty. 100

35 19 mm M6 10 x 3 Nm Type BK 35


Cat. No. Qty. 525 363 50

16 50 16 35 4 1


IBK type clamping yokes are designed


IBK 4

with blue insulation caps in order to

525 371

indicate connection to the N-Lead. They

can be used with DB 5 marking tag.


IBK 10 525 372


IBK 35 525 373

Electrical Ratings Cross-Section Insulation Stripping Length Fixing Screw Busbar Dimensions Isolation Cap Torque Ordering Data


Connection Data Solid Strand Fine Strand, AWG Conductor Dimensions

4 16 mm M3 10 x 3 Blue Nm Type IBK 4


Cat. No. 525 371


Qty. 100

10 19 mm M4 10 x 3 Blue Nm Type IBK 10


Cat. No. 525 372

6 4 20 10

10 14 6


Qty. 100

35 19 mm M6 10 x 3 Blue Nm Type IBK 35


Cat. No. Qty. 525 373 50

16 50 16 35 4 1


IBK type clamping yokes are designed with yellow - green insulation caps


IBK 4 525 381

to emphasise the protection function.


They can be used with DB 5 marking tag.


IBK 10 525 382


IBK 35 525 383

Electrical Ratings Cross-Sec. Insulation Stripping Length Fixing Screw Busbar Dimensions Isolation cap Torque Ordering Data


Connection Data Solid Strand Fine Strand, AWG Conductor Dimensions

16 mm

19 mm

10 x 3

10 x 3


Yellow - Green


Yellow - Green


Type


Cat. No. Qty. Type


Cat. No.


IBK 4

525 381 100 IBK 10 525 382

6 4 20 10

10 14 6

19 mm

10 x 3


Yellow - Green


Qty. Type


Cat. No. Qty.

100 IBK 35

525 383 50

16 50 16 35 4 1
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Feed-Through Terminal Accessories


Marking Tags with Standard Print


DYO 5

5 mm 5 mm


DYO 5

55 5 mm


Cat. No. 505 000 505 001 505 002 505 003 505 004 505 005 505 006 505 007 505 008 505 009 505 010 505 020 505 021 505 022 505 023 505 024 505 030 505 040 505 041 505 042 505 043 505 044 505 045 505 046 505 047 505 048 505 049


Type DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5


Description Cat. No. 0 505 050 1 505 051 2 505 052 3 505 053 4 505 054 5 505 055 6 505 056 7 505 057 8 505 058 9 505 059

10 505 060 1-10 505 061 11-20 505 062 21-30 505 063 31-40 505 064 41-50 505 065 10, 20, 505 066 1-50 505 067 51-100 505 068 101-150 505 069 151-200 505 070 201-250 505 071 251-300 505 072 301-350 505 073 351-400 505 074 401-450 505 075 451-500 505 076


Type DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5 DY 5


Description 501-550 551-600 601-650 651-700 701-750 751-800 801-850 851-900 901-950 951-999 A B C D E F G H I J K L M N O P Q


Cat. No. Type

505 077

505 078

505 079

505 080




	More datasheets: 102150 | 101150 | 102250 | 103250 | 103150 | 101250 | CS 60 US | 1627050T | 1627400 | 16340






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived 1627050 Datasheet file may be downloaded here without warranties.
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