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RSL116095 Datasheet



MIL-PRF-12883/41 Extended Height RSL 2 Pole/10 Amp


	Part	Datasheet
	
 RSL116095	RSL116095
 (pdf)


	Related Parts	Information
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	PDF Datasheet Preview
	Relay Sockets


MIL-PRF-12883/41 Extended Height RSL 2 Pole/10 Amp


Mates with M83536, M6106 Relays


Operating Range


Temperature -65ºC to 125ºC Insulation Resistance 1000 Megaohms Min. Dielectric Withstanding Voltage 1500 VRMS at Sea Level 500 VRMS at 80,000 ft. Vibration MIL-STD-202, Method 204 Test Condition G Shock MIL-STD-202, Method 213 Test Condition C


Materials


Module Body Polyetherimide per ASTM-D5205 Grommet Silicone Rubber per A-A-59588 Hardware Stainless Steel or Steel w/ Cadmium Chromate Finish Contact Retainers Stainless Steel Socket Contacts Stainless Steel, Hard Gold Plated in Accordance with SAE-AMS-2422


Socket Configurations


Extended Height Relay Sockets


MIL P/N APCD Mounting QTY Size* Contact Config.


M12883 P/N


Stud


Mating Relay

/41-01 RSL116091 Loose 8 16/16 /5-116


M83536/9-006, 015, 024, 035 M83536/10-006, 015, 024, 034, 038

/41-02 RSL116093 Loose 8 16/16 /5-116


B M83536/11-002, 004, 007


Relay Socket Weight


Relay Socket Extended Height


Pounds


Grams 33


Recommended Mounting Panel Cutout


BOTTOM MOUNT-CLEARANCE HOLE FOR SCREW TOP MOUNT - CLEARANCE HOLE FOR SCREW


R 4 PL


Amphenol Pcd

/41-03 RSL116095 Loose 8 16/16 /5-116 /41-04 RSL116097 Loose 8 16/20 /5-117 /41-06 RSL116063 Fixed 8 16/16 /5-116 /41-07 RSL116065 Fixed 8 16/16 /5-116


A Leach Corp JA-D4E & J


M83536/9-006, 015, 024, 035 M83536/10-006, 015, 024, 034, 038


M83536/9-006, 015, 024, 035 M83536/10-006, 015, 024, 034, 038


B M83536/11-002, 004, 007

/41-08 RSL116067 Fixed 8 16/16 /5-116


A Leach Corp JA-D4E & J

/41-09 RSL116069 Fixed /41-05 RSL116099 Loose /41-10 RSL116071 Fixed

*Mating End / Wire Barrel

8 16/20 /5-117


M83536/9-006, 015, 024, 035 M83536/10-006, 015, 024, 034, 038

8 16/16 /5-116 2 22/22 /101-553


M83536/13-002,-005,-008,-012 M83536/13-002,-005,-008,-012

8 16/16 /5-116 2 22/22 /101-553


M83536/13-002,-005,-008,-012 M83536/13-002,-005,-008,-012


Mounting instructions can be found on page 25




	More datasheets: ST32TB100 | ST32TA105 | ST32TB303 | ST32TB501 | ST32TB503 | RSL116097 | RSL116065 | RSL116067 | RSL116091 | RSL116093






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived RSL116095 Datasheet file may be downloaded here without warranties.
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