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	SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


ROCKER & LEVER SWITCHES


SEE ROCKER & LEVER SWITCH SELECTION GUIDE ON NEXT PAGE
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ILLUMINATED SURFACE MOUNT PANEL MOUNT P. C. MOUNT UL CSA VDE WASHABLE ESD PROTECTION


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


ROCKER & LEVER SWITCHES


ROCKER & LEVER SWITCH SELECTION GUIDE This catalog contains an extensive variety of rocker and lever switches with numerous options and accessories. To facilitate easy selection of the desired switch for your application, this guide lists the various Series with some key selection parameters.


SERIES SIZE


TR New! TINY


TINY


MINIATURE

7000


MINIATURE


ST & UL MINIATURE

2600


STANDARD


STANDARD


R New! STANDARD RH New! STANDARD FM New! STANDARD MR New! STANDARD B New! STANDARD HB New! STANDARD KG New! STANDARD H New! STANDARD


RATINGS Max. in bold


POLES

0.4VA 20V 1/2A 48V 0.4VA 20V 0.4VA 20V 2A 250VAC 5A 125VAC 4A 30VDC 0.4VA 20V 3A 250VAC 6A 125VAC 4A 30VDC 6A 125VAC 3A 250VAC 0.4VA 20V 16A 125/250VAC 1/3 HP 250VAC PEAK CURRENT 150A 250VAC 4A 125VAC 2A 250VAC 0.4VA 20V 16A 125/250VAC 1/4 HP 20A 125VAC 16A 125/250VAC 1/4 HP 20A 125 VAC 10A 125VAC 6A 250 VAC 6A 125/250VAC 1/8 HP 10A 125VAC 8A 250VAC 1/4 HP 15A 125VAC 10A 250VAC 20A 125VAC 16A 250VAC 125/250 VAC 3/4 HP 15A 12VDC/250VAC 10A 24VDC 16A 250VAC 4A INDUCTIVE 250 VAC


SP,DP SP,DP SP,DP SP,DP SP,DP


SP,DP SP,DP SP,DP SP,DP


PAGE S


X B3-B6 X B7-B10 X B11-B15


X XX X


B16-B19


X XX X


B20-B30


B31-B35


B36-B37 B38-B39 B40-B41 B42-B43 B44-B45 B46-B47 B48-B49 B50-B53 B54-B55
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New! TR SERIES - SMT WASHABLE TINY ROCKER SWITCHES


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


DESIGNED EXCLUSIVELY FOR SURFACE MOUNTING


Surface mount devices SMD are subject to

more stringent constraints of temperature,

solderability, sealing and space savings than

through-hole components.


SMT TR Series switches incorporate many desireable features that include:

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options for are shown under each respective box .


Model Structure:


Series Number of poles TR

3 Single pole 4 Double pole


Electrical functions

6 ON -

9 ON OFF ON

7 MOM OFF MOM

8 ON OFF MOM

2 ON -


Terminals


P0 Y0 W0


WW MW


Straight p.c. Straight p.c.with bracket Horizontal right angle


Vertical right angle Wire-wrap


Options:


Contact & terminal mat'ls.


Case color Special options 00

0 Brass, gold plated 1 Brass, silver plated 3 Brass, gold plated - microns gold 8 Brass, gold plated contacts with

tin plated terminals 9 Contacts brass, gold plated

microns gold and tin plated terminals


Blue

0 No special requirement 5 0 Crimped bracket terminals -

specify for models with brackets. See additional listings on following page.


Example of completely specified model number TR36Y03005023


OPTION DRAWINGS


ACTUATORS replace '0' in part numbers with color code


Actuators

1 0 Narrow rocker 2 0 Wide rocker Note replace '0' above with color code from table below .

10 Narrow

24”

20 Wide

1 blue 2 black 3 green 4 grey 5 yellow 6 red 7/1 white 9 orange
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


TR SERIES - WASHABLE TINY ROCKER SWITCHES, P.C. MOUNTING


SPECIAL OPTIONS & MISCELLANEOUS


B SPECIAL OPTIONS 00 No special requirement. 07 Trimmed terminals for WW models only 3.2mm .

08 Extended terminals for WO models only.

UL Availability consult factory for details of recognized models. Marking to order switches with UL mark, complete the appropriate box of the ordering format.


ABOUT THIS SERIES


The material in this series is organized in the following sequence a. Completely specified switch models b. 'build your own switch' order format c. Option drawings, special options & miscellaneous.
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S SERIES - WASHABLE MINIATURE ROCKER & LEVER SWITCHES, P.C. MOUNTING


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


Horizontal right angle terminals - spacing - gold plated brass contacts Only single pole has stand-off plate


SINGLE POLE


DOUBLE POLE


I II III


MODEL NO.


MODEL NO.


CIRCUIT


SW236CD6+U622 SW246CD6+U622


SW239CD6+U622 SW249CD6+U622


ON OFF ON


SW237CD6+U622 SW247CD6+U622


MOM OFF MOM


SW238CD6+U622 SW248CD6+U622


ON OFF MOM


SW232CD6+U622 SW242CD6+U622


SW244THCD6+U622* ON


Handle position see dwg. :


III II


Terminals connected:


SP & DP 2-3 DP 5-6

* Function 4 SP in DP case - see diagram at end of section.


Above models have black U620 actuator. DP


EPOXY


Vertical right angle terminals - gold plated brass contacts


SINGLE POLE MODEL NO.


DOUBLE POLE MODEL NO.


CIRCUIT


SWW236CD6+U622 SWW246CD6+U622 ON -


SWW239CD6+U622 SWW249CD6+U622 ON OFF


SWW237CD6+U622 SWW247CD6+U622 MOM OFF


SWW238CD6+U622 SWW248CD6+U622 ON OFF


SWW232CD6+U622 SWW242CD6+U622 ON -


SWW244THCD6+U622* ON


Handle position see dwg. :


III II

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options are shown under each respective box . Note 'NONE' indicates box may be left empty.


Model Structure:


Series Terminals S


Bushing & terminals


Number of poles


Electrical functions


W horizontal rt. angle mtg.


W vertical rt. angle mtg.

straight pc, bracket mtg.

straight pc, snap-in mtg.


Options:

2 Terminal spacing 4,7mm or 3,81mm

0 Terminal spacing 5,08mm SW models

3 Single pole 4 Double pole


ON OFF


MOM OFF


ON OFF

4 T H ON


ON MOM ON


Contact materials


Silver


A D Silver, gold plated


C D Brass, gold plated


Lever 6


For all models


Special options


Agency recognition


Actuators & bezels


NONE


X6 5 3


Vertical rt.

angle with

stand-off brkt.


X 1 5 9 12 KV E.S.D

protected

models


NONE UL Consult factory for availability.


Rockers + U 6 2 0 Large + U 7 3 0 Small


Levers + U 6 1 0 Narrow + U 7 0 Wide

Additional ordering information Commonly ordered models are shown on prior pages with complete model numbers and spec-

ifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by

simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options are shown below each respective box. Note 'NONE' indicates box may be left empty.


Model Structure:


Series Terminals Number - mounting of poles


Electrical functions


Terminals/ mounting brkt.


For function 4 models only connections /functions

3 Single pole 4 Double pole Consult factory for 3 & 4 pole models.

6 ON - ON 9 ON OFF ON 7 MOM OFF MOM 8 ON OFF MOM 2 ON - MOM

0 Right angle terminals or straight p.c. terminals with bracket.

2 Straight p.c.or quickconnect terminals , snap-in mounting.

6 Solder lug terminals, snap-in mounting.

7 Solder lug terminals, panel mounting.

4* ON 4* ON 0N MOM 4* MOM ON MOM * specify selection from 'connections/ functions' box also.

9 Straight p.c. or quickconnect terminals, panel mounting. Also, right angle terminals.


NONE


W Horizontal right angle p.c.


W Vertical right angle p.c.


Y Straight p.c. w/mounting brk't.


Z Quick connect epoxy terminal seal standard


N Small mounting bracket


NONE


T H 1 R ON MOM


T H 2 R MOM ON MOM


Contact materials


A Silver A D Silver,

gold plated C D Brass, gold plated


Options:


Sealing


NONE Unless standard - see Terminals above B Epoxy sealed

terminals


Special options


Agency Recognition


NONE X6 5 3 vertical right angle with stand-off bracket F tin plated terminals

for p.c. terms. only


NONE UL CSA consult factory for details of approved models .


Actuators +


Bezels & mounting accessories +

Additional ordering information Commonly ordered models are shown on prior pages with complete model numbers and spec-

ifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by

simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options are shown below each respective box with brief description - see option dwgs. & info. following.


Note 'NONE' indicates box may be left empty.


Model Structure:


Series


Electrical functions


Sub-actuators


Sub-Bushings


Terminations


Contact materials


Single pole ST1 S.P. UL model UL 1 Double pole ST2 D.P. UL model UL 2

1 0N N0NE 0N

2 0N 0FF 0N

3 M0M 0FF M0M

4 0N 0FF M0M

5 0N -


Following for DP only

7 0N M0M

8 M0M 0N M0M


L 4 Specify without bezel


L 5 Specify with bezel


S 4 Specify without bezel


S 5 Specify with bezel


Although most combinations of options are available, some may result in incompatibilities. Consult factory if there is any question.


Example of completely specified model number:


ST2-3L5S5ZQEJ4J9622


Options Sealing


Actuator


Bezel


Bezel color Actuator color


Z Solder lug


B Gold


C Printed circuit


Q Coin


W Wirewrap

silver


W 1 Lg. wirewrap G Gold over


W 3 Sht. wirewrap

Additional ordering information Commonly ordered models are shown on prior pages with complete model numbers and spec-

ifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by

simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure & Options for complete model number. Allowable options are shown below each respective box. Note 'NONE' indicates box may be left empty.


Model Structure & options:


Series 26


Number of poles


Electrical functions

3 Single pole 4 Double pole

1 ON - OFF 4 ON* 5 MOM - ON* 6 ON - ON 7 MOM OFF MOM* 8 ON OFF MOM* 9 ON OFF ON * - double pole only


Frame type


L H Plain L P With protection guard


Terminals


Contact materials


NONE Screw & clamp / 2 Solder lugs/quick-connect

/ 3 Normalized quick-connect


A Silver


C Silver plated copper


Frame color

2 Black Standard 4 Gray 7 / 1 White 8 Chrome plated


This option has UL approval only


B Light brown E Dark brown


Rocker shape


Rocker color or no rocker


Rocker marking or no marking


Lamp or no lamp


Illuminated window

1 Plain 2 'V' shaped 3 Concave


Select rocker color or 'no rocker' from option table below


Select rocker marking or 'no rocker marking' from option table below


Although most combinations of options are available, some may result in incompatibilities. Consult factory if there is any question.


Example of completely specified model number:

2644LH/2AB1300L110V3


L 0 NONE Or, select lamp from option table below


ROCKER SHAPE OPTIONS


NONE / 3 Green / 6 Red This option for black, green and red rockers only. With green, use fluorescent lamp only.

1 Plain

2 'V' shaped ROCKER COLOR OPTIONS

3 Concave


For illuminated rocker without window :

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for complete model number. Allowable options are shown below each respective box. Note 'NONE' indicates box may be left empty.


Series AS


Number of poles


Single pole


CROSS SECTION


Electrical functions


Terminals


Contact materials


Actuator color


Recognition/ Misc.

6 ON - ON 9 ON OFF ON 7 MOM OFF MOM 8 ON OFF MOM 2 ON - MOM


S 0 Solder lug P 0 Printed circuit

0 Gold plated brass

1 Silver 2 Gold plated silver

0 Black 0 1 Red 0 2 Gray 0 3 Blue


Example of completely specified model number:


AS36P01011020


NONE 1 0 with UL/ CSA marking for 1 & 2 contacts only 2 0 .393" 10mm p.c. terminals


SOLDER LUG TERMINAL PRINTED CIRCUIT TERMINAL


PANEL CUT-OUT
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


New! R SERIES SNAP-IN ROCKER SWITCHES


B G Cost effective illuminated or non-illuminated models.


G Single pole & double pole maintained or momentary action models. G Actuator and case color selections. G Standard actuator marking options.


SPECIFICATIONS Contact ratings:


Initial contact resistance Insulation resistance Dielectric strength Electrical life Operating temperature range:

16A 125VAC 1/4 HP UL/CSA . 16A 250VAC 1/4 HP UL/CSA . 20A 125VAC 3/4 HP 250VAC UL 16 4 A 250V ~ T125 1E4 10 2 A 250V ~ 5E4 VDE, SEMCO, NEMCO, DEMCO, FIMCO, SEV . 20 milliohms max. 100 megohms min. at 500 V 1000 VAC for 1 minute 16 4 A 250VAC 10,000 cycles 10 2 A 250VAC 50,000 cycles -20°C to 125°C


MATERIALS


Contacts Terminals Actuator Case:


Silver cadmium alloy Silver plated copper Nylon type 66 UL94V-2 min. Nylon type 66 UL94V-2 min.


Lamps Neon or fluorescent. Illumination available only with function 1 ON OFF .


AGENCY RECOGNITION


UL, CSA, VDE, SEMKO, NEMKO, DEMKO, FEMKO, & SEV. Models are supplied with agency markings.


Single pole - quick connect terminals - curved actuator


MODEL NO.


R1101C2NBB R1201C2NBB R1301C2NBB R1401C2NBB R1501C2NBB R1601C2NBB R1701C2NBB


CIRCUIT


ON OFF ON OFF

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for complete model number. Allowable selections are shown below each respective box. Note 'NONE' indicates box may be left empty.


Series R


Number of poles


Electrical functions


Terminals

1 Single pole 2 Double pole

1 ON OFF 2 ON 3 ON OFF ON 4 ON OFF 5 ON 6 ON OFF ON 7 ON OFF ON

parenthesis = momentary

0 Quick-connect 1 Solder lug 3 Screw type


Illuminated type


Case color


Actuator color


Waterproof cover


Actuator shape


Single 2


Twin


L Illuminated N non-illum. C round lens R square lens


A Gray B Black W White


A Gray B Black G Green O Orange R Red W White


NONE W Waterproof


Actuator type


Marking/ lens color


C Curved F Flat Note only flat actuator is available with full illuminationi.e.-no lens

1 HI LO 2 No marking 3 ON OFF 4 OI 5O 6 O II TWIN ACTUATORS:


G Green lens R Red lens O Orange lens


Example of completely specified model number:


R2301C6NBRW


QUICK-CONNECT


TERMINALS SOLDER LUG


SCREW


PANEL CUT-OUTS

pnl. tk'ness.


A +0,
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


New! RH SERIES SNAP-IN ROCKER SWITCHES


B G Cost effective illuminated or non-illuminated models.


G Single pole maintained action models. G Actuator and case color selections. G Standard actuator marking options.


SPECIFICATIONS Contact ratings:

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for complete model number. Allowable selections are shown below each respective box.


Series RH


Number of poles


Single pole


Illuminated type


Electrical functions


Terminals


Actuator type

1 ON OFF 2 ON 3 ON OFF ON

0 Quick-connect 1 Solder lug


Case color


Actuator color


C Curved F Flat S Ergonomic Notes only flat actuator is available with full illumination-i.e.-no lens. Ergonomic actuator available only with functions 1 & 2 and no illumination.


Marking/ lens color

1 HI LO 2 No marking 3 ON OFF 4 OI 5O 6 O II G Green lens R Red lens O Orange lens


L Illuminated N non-illum. C round lens R square lens


A Gray B Black W White


A Gray B Black G Green O Orange R Red W White Y Yellow


Example of completely specified model number:


RH130C6GLBR


QUICK-CONNECT


TERMINALS


SOLDER LUG


PANEL CUT-OUTS

pnl. tk'ness.


A +0,
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New! FM SERIES ILLUMINATED & NON-ILLUMINATED ROCKER SWITCHES B


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


FEATURES G SPST & SPDT ergonomically designed models for class II appliances. G Double shell case provides sealing protection from dust and moisture. G International standard panel cut-out. G Horsepower rated. G Standard actuator markings optional.


SPECIFICATIONS


Contact ratings:


ON OFF & ON - ON models 10 4 A 250VAC T85°C - 10A 125VAC, 6A 250VAC T65°C.


OFF MOM models 4 2 A 250VAC T85°Cµ - 4A 1/10HP 125-250VAC T65°C.


ON OFF ON models 6 2 A 250VAC T85°Cµ - 6A 1/8 HP 125-250VAC T65°C.


Initial contact resistance:

20 milliohms max.


Insulation resistance:

1000 megohms min.

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for complete model number. Allowable options are shown below each respective box.


Series FM


Rocker shape


Electrical functions


Terminals


C Concave non-lighted


L Concave lighted

*1 ON - OFF 3 OFF - MOM 6 ON - ON 9 ON OFF ON

*- available for lighted models only.

2 Solder lug * 8 Quick-connect

9 Straight p.c. functions 1 & 6

*- available for lighted models only.


Lens color


Lamp


Marking


Contact material


Silver


Bezel color


Black Other colors on request.


Example of completely specified model number:


FML18A226A001

0 No lens

0 No lamp

for non-


A 220V neon

illuminated


B 220V fluor-

models

escent

* 1 Blue


Note limiting

* 3 Green

resistor is

5 Yellow

supplied.

6 Red

8 Translucent

9 Orange

*- With fluorescent lamp - for

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options are shown below each respective box.


Model Structure:


Series MR


Number of poles


Double pole


Electrical functions


ON OFF


Options:


Actuator marking


Illumination


Terminals

0 Quick connect 1 Solder lug 2 Rt. angle p.c. 3 Straight p.c.


Actuator shape


Curved


Case


Actuator

color

color

1 HI LO 2 No marking 3 ON OFF 4 OI 5O


N No illum. L Illuminated Note illumination available with Green, Orange or Red Actuator color only.


B Black W White G Gray


TERMINALS


QUICK-CONNECT


SOLDER LUG


B Black G Green O Orange R Red W White Y Gray


STRAIGHT P.C.


Example of completely specified model number:


MR210C2NBB


PANEL CUT-OUTS

pnl. tk'ness.


A +0,


B +0,
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


New! B SERIES SNAP-IN ROCKER SWITCHES


FEATURES G Cost effective illuminated or non-illuminated models.


G Single pole and double pole maintained action models. G Actuator and case color selections. G Standard actuator marking options.


SPECIFICATIONS Contact ratings:


Initial contact resistance Insulation resistance Dielectric strength Electrical life Operating temperature range:

Additional ordering information Commonly ordered models are shown above with complete model numbers and specifications. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for Model Structure, then add Options selections for complete model number. Allowable options are shown below each respective box. Example of completely specified model number B160R2NBB0BN


Series B


Number of poles


Electrical functions

1 Single pole 2 Double pole

2 ON NONE ON* 6 ON OFF *-Not available with

double pole


Terminals

0 Quick connect


Actuator type R


Rocker


Actuator marking

1 HI LO 2 No marking 3 ON OFF 4O


Illumination


Case


Actuator


Lamp

color

color

position


Terminal bending


Case marking


N No illum. L Illuminated Note illumination available only with Green, Orange or Red Actuator colors.


A Gray B Black C Brown R Red W White


A Gray B Black C Brown G Green O Orange R Red W White Y Yellow

0 No lamp 1 Solder to term. 1 2 Solder to term. 2 Note 1 & 2 have neon lamp.


N No bending B Bend terms. 1 & 3


QUICK-CONNECT TERMINAL BENDING PANEL CUT-OUTS


N No marking M " G" printing

consult factory


SINGLE POLE

pnl. tk'ness.


A +0,


B +0,


DOUBLE POLE

pnl. tk'ness.


A +0,


APEM, PO BOX 8288, HAVERHILL, MA USA 01835-0788 TOLL FREE 877 246-7890 FAX 781 245-4531 E-mail B47


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

Additional ordering information Commonly ordered models are shown above with complete model numbers and specificat-

ions. Below is an order format that enables you to 'build your own switch' and specify the correct switch model number by simply

selecting from all available options shown and filling in the boxes.

'BUILD YOUR OWN SWITCH' ORDER FORMAT


Fill in boxes with selections shown for complete model number. Allowable options are shown below each respective box. Note 'NONE" indicates box may be left empty.


Series HB


Number of poles


Single pole


Electrical functions

1 ON OFF 2 ON 3 ON OFF ON


Terminals

0 Quick connect


Illumination


Case


Actuator


Actuator

color

color

style


Actuator type C Curved rocker


Sealing


Actuator marking

1 HI LO 2 No marking 3 ON OFF vertical 4 OI 5O 6 ON OFF horizontal


N No illum. L Illuminated S Soft lighting Note illumination available only on OFF function & with Green, Orange or Red Actuator colors.


TERMINALS


A Gray B Black C Brown R Red W White


QUICK-CONNECT


A Gray B Black C Brown G Green O Orange R Red W White Y Yellow


R Red visi rocker N No visi rocker Note R not available with illumination.


NONE W Splash protected -case is designed to conduct moisture drops outside the switch case and away from the contact mechanism available on non-illuminated models only .


Example of completely specified model number:


HB110C2NBBRW


PANEL CUT-OUTS

pnl. tk'ness. A +0, B +0,
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New! KG SERIES - ILLUMINATED & NON-ILLUMINATED ROCKER SWITCHES B


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE


FEATURES G Designed for safety of operation under extreme conditions. G Ideal for off-highway vehicle applications. G Protected actuator sealed to IP G Panel mounting SPDT & DPDT models. G Highly visible actuator symbols, laser or hot die stamped with optional backlighting.


ELECTRICAL & MECHANICAL SPECIFICATIONS


Contact ratings resistive loads :


Initial contact resistance Insulation resistance Dielectric strength Electrical life Mechanical life:




	More datasheets: EIR308 | 81040-U10204 | AW56P64B8BKK0M | FA1-NDSJ-C04-0 | TR36W00000012 | TR38W00005012 | TR37P00000012 | TR46P00000012 | TR36Y00005012 | TR36P00000012






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived TR39WW8002012 Datasheet file may be downloaded here without warranties.







	
		Datasheet ID: TR39WW8002012 518201

	




	
		© Copyright 2019 Application & Datasheet. All Rights Reserved.

	


		

	