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WD1003 
Digital soldering station 
with 65W soldering pencil

Suitable for use with leaded and  
lead-free solder applications

 ■  WP65 24V / 65W soldering pencil, WDH10 tool stand and XNTA tip included
 ■  WP65 pencil compatible with WD1, WD2, WR2, WR3M, and  

WR3ME base stations
 ■ Iron stand has adjustable tilt angle in 4 positions ranging from 30-80 degrees
 ■  Single port WD1 digital soldering station, 120V / 95W
 ■  3 “radio buttons” allows pre-set of frequently used temp settings
 ■  Setback, lockout, temp window, F/C switching, standby, auto-off time
 ■  Large high contrast LCD display offers more information at a glance
 ■  ESD safe to protect sensitive components

PRODUCT INFORMATION

SPECIFICATIONS
Wattage 65 W

Temperature range 150° F to 850° F

Temperature accuracy (+/-17°F(+/-9°C))

Temperature stability (+/-10°F(+/-6°C))

Voltage input 120 V

Voltage output 24 V

Supplied tip      XNTA

ESD safe Yes

ORDER INFORMATION
Package length 15.35 in

Package width 10.24 in

Package height 8.27 in

Package gross weight 9.06 lb

UPC 037103291431

Country of origin Germany

Foreign trade code 8515190000

Catalog & order no. WD1003
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