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2 YEAR WARRANTY

NLP65 Series
S n a p - o n  c o v e r  a c c e s s o r y  k i t

• Snap-on cover
• No screws required
• Easy to install
• Mounting bracket kit available

The NLP65 series is available with a Snap-on cover accessory kit to facilitate flexible
customer installation. The Snap-on cover kit is unique to the industry as it can be
installed without the use of screws. The Snap-on cover installation is independent of
the power supply mounting position thus offering various mounting options to the
customer. The cover is installed directly to the power supply PCB allowing the
power supply to be mounted either on the NLP65 mounting bracket or on the
customer’s system chassis. The mounting bracket and cover kit are sold as
separate items to retain their inherent flexibility. The NLP65 Snap-on cover is
flexible, easy to install and is suitable for applications that require power supply
installation options without any additional mechanical work for the system designer.
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Materials

1 Cover (5.22 x 3.38 x 1.48 inches)
1 Installation instructions

Assembly Notes

1 The power supply must be attached to the optional mounting base or
customer (system) chassis before cover installation.

2 The input and output connectors must be attached before the cover is
installed.

3 Place the cover so that the tangs capture the power supply PCB and on
the output side as shown in step 1.

4 Place the cover down onto the PCB as shown in step 2 and snap the open
end of the cover to the sides ensuring that the tangs capture the PCB as
shown in step 3.

5 Ground the cover by securely pressing a customer supplied female quick
connect connector with attached ground wire to the cover ground tab.

6 To remove the cover, simply press the sides inward at the snaps until the
snaps release.

7 When a cover or other sheetmetal option is added, it is the user’s
responsibility to ensure that the requirements of the relevant safety agency,
or agencies, are complied with.

5.221
(132.613)

3.378 
(85.801)1.052 

(26.721)

1.030 
(26.162)

1.480 
(37.592)

0.624 
(15.85)

0.570 
(14.478)

SNAP-ON COVER

https://www.application-datasheet.com/
https://www.application-datasheet.com/

