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	BH 01/02/07/06/05 Radial Leads Lead Free Product


CPM-N----- pitch = 5.08mm

• Supply decoupling
• Filter
• Integrators
• Treatment of analog signals
• Rejection of line perturbations, etc.


Specifically designed of working in severe environmental conditions such as automotive applications engine control, multiplexing, system, etc.


Dielectric Metallized polyester film Polyethylene teraphtalate Stacked-film Leads Radial tin - plated wire Protection Plastic case UL 94 V-O / Epoxy Resin Marking Logo


DC Normal Voltage Nominial Capacitance Tolerance EIA Batch Code Number Example T D474KC8L Delivery Mode Bulk


Taped reel or ammopack


STANDARDIZATION


Generic specifications CEI 384-1/CECC 30000 Sectional specifications CEI 384-2/CECC 30400 Complies to special specification CECC30401-069 On the LNZ List Complies with type CPM-N RAQ2 production, equivalent AQAP-4 of NATO


DIMENSIONS


Case L max


H max

01 02 05 06 07

millimeters inches

e max

*L dimension measured 3mm above base of case
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BH 01/02/07/06/05 Radial Leads Lead Free Product


CPM-N----- pitch = 5.08mm


PERFORMANCE CHARACTERISTICS


Climatic Category Capacitance Range Tolerance on CR


Nominal Voltages


Category Voltage Test Voltage Life Test Thermal Shock Humidity Test

55/125/56 Performance Class 2


CR 1nF to 2.2mF E12 ±5% ±10% other values on request


VR_ 63/100/250/400V VR~ 40/63/160/200V


Vc = 0.8VR- at 100°C & 0.5VR- at 125°C Ve = 1.6VR-/2s at 25°C Delta C/C<= 5% after 125ºC/1000h/0.5VR-55/+125ºC/time cycle 1hr/500 cycles delta C/C <=10% D.F. 1kHz<=1%

85ºC/85% HR/1000 h delta C/C <=10%

• Tangent of Loss Angle D.F.


Measurement Frequency


Capacitance

1kHz 100 Hz


CR 1µF CR> 1µF
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Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived BH014G0103K-- Datasheet file may be downloaded here without warranties.
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