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	PDF Datasheet Preview
	C&K W Series 4 & 6 Tumbler Switchlocks


Features/Benefits
• International listings
• Quick connect termination
• Wire leads and harnesses available


Typical Applications
• Business machines
• Point-of-sale terminals
• Computers


Models Available


Specifications


Materials


CONTACT RATING 4 AMPS 125 V AC 2 AMPS 250 V AC


LOCK Zinc alloy with stainless steel facing


UL/CSA . 2 AMPS 125 V AC 1 AMP 250 V AC T65 VDE .

4 tumbler single bitted lock and 6 tumbler tubular lock .


ELECTRICAL LIFE 10,000 make-and-break cycles at full load.


CONTACT RESISTANCE Below 10 m typ. initial 2-4 V DC, 100 mA, for both silver and gold plated contacts.


INSULATION RESISTANCE 109 min.


KEYS Two nickel plated brass keys with code number 4 tumbler lock . Two die cast chrome plated zinc alloy keys 6 tumbler lock .


SWITCH HOUSING Glass filled 6/6 nylon UL 94V-0 . CONTACTS & TERMINALS Copper, silver plated.


DIELECTRIC STRENGTH 1,000 Vrms min. sea level.


MOUNTING NUT Zinc alloy or steel, nickel plated or bright zinc plated.


INDEXING 45º, 2-4 positions. 90º, 2 positions.


MOUNTING CLIP Steel, nickel or bright zinc plated.


LOCKING RING 6/6 nylon UL 94V-2 .


NOTE Specifications and materials listed above are for switchlocks with standard options. For information on specific and custom switchlocks, consult Customer Service Center.


Build-A-Switch


To order, simply select desired option from each category and place in the appropriate box. Available options are shown and described on pages L-45 thru L-47. For additional options not shown in catalog, consult Customer Service Center.


Switch and Lock Function


W20113 STD. DP, 90º Index, keypull pos. 1


W20013 DP, 45° Index, keypull pos. 1


W10113 SP, 90º Index, keypull pos. 1


Keying


W1011C SP, 90° Index, keypull pos. 2 STD. Two nickel plated brass keys


W1011U SP, 90° Index, keypull pos. 1 & 2 4 tumbler or two die cast zinc alloy

keys with chrome plating 6 tumbler


T One nickel plated brass key with

plastic insert molded square head

and one nickel plated brass key


Lock Type


C STD. 4 Tumbler lock with detent


V STD. 6 Tumbler tubular lock

with snap-on switch


Lock Finish 2 STD. Stainless steel facing


STD. with 6 tumbler lock Stainless steel facing 8 Gloss black facing


Terminations 05 STD. Quick connect WC Wire lead
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Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived W200132C205AQ Datasheet file may be downloaded here without warranties.
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