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MW 28-C SL Thermal Class 155°C


CnC Part Number Series

610XXX -series, Solder able without removing the overcoat.

11/18/2016

610214 610216 610218 610220 610222 610224 610226 610228 610230 610232 610234


MW-28C SL 14AWG 1KG/2.2LBS MW-28C SL 16AWG 1KG/2.2LBS MW-28C SL 18AWG 1KG/2.2LBS MW-28C SL 20AWG 1KG/2.2LBS MW-28C SL 22AWG 1KG/2.2LBS MW-28C SL 24AWG 1KG/2.2LBS MW-28C SL 26AWG 1KG/2.2LBS MW-28C SL 28AWG 1KG/2.2LBS MW-28C SL 30AWG 1KG/2.2LBS MW-28C SL 32AWG 1KG/2.2LBS MW-28C SL 34AWG 1KG/2.2LBS


Publish


Approval Examination


TYPE MW 28-C SL


Scope This Standard specifies thermal class 155 °C MW 28-C SL enameled copper wires

to be used in windings and wirings of electric machines and apparatus, electric communication equipment, electronic equipment and electrical instruments.


Classes and Symbols The wires are classified according to the conductor and thickness of film, and the classes and symbols is as Table


Table 1


Class Heavy film polyurethane enameled copper wire


Symbol MW 28-C HY


Class Single film polyurethane enameled copper wire


MW 28-C SL


Thermal Class


Characteristics The characteristics of the wires shall comply with Table 2, when tested in accordance with


Test items


Table 2 Characteristics


Test Method Test requirements


Clause Used


Dimensions Pinhole


Flexibility


Comply with Attached Table 4


Heavy Class 3Max


Single Class

5Ma x


L = 5M


AWG Size Elongation


Mandrel Winding

14~20


The coating shall show no crack 21~30

on the conductor

20% Or to

its breaking

point,

31~44


Whichever is




	More datasheets: ADZS-BF526-EZLITE | 44031 | CY7C1371C-100AC | DFR0016 | DFR0026 | 610218 | 610220 | 610224 | 610216 | 610222






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived 610228 Datasheet file may be downloaded here without warranties.
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