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	PDF Datasheet Preview
	SMD ESD Protection Diode


CPDA10R5V0U-HF


RoHS Device Halogen Free

- IEC61000-4-2 ESD ±18kV Contact , ±18kV Air . - Working voltage 5 V - Low leakage current. - Low capacitance pF typical I/O to GND


Mechanical data

- Case DFN10p package,molded plastic. - Terminals Gold plated, solderable per


MIL-STD-750,method - Mounting position Any


Circuit Diagram


I/O Pin 1


I/O Pin 2


I/O Pin 4


I/O Pin 5


DFN10P


Typ.


Typ. Typ.


Package


GND Pin 3 & 8


Typ.


Dimensions in inches and millimeters


N/C N/C N/C N/C

10 9 8 7 6

12345


I/O I/O


I/O I/O

● = Pin 1 indicator


Company reserves the right to improve product design , functions and reliability without notice.


QW-G7XXX


Comchip Technology CO., LTD.


SMD ESD Protection Diode


Maximum Rating at TA=25 °C unless otherwise noted


Parameter


Peak pulse power tp = 8/20 us


Peak pulse current tp = 8/20 us ESD per IEC 61000-4-2 Air ESD per IEC 61000-4-2 Contact Operating temperature


Storage temperature


PPP IPP ESD TJ TSTG


Value

4 18 -55 to +125

-55 to +150


Unit


W A kV °C °C


Electrical Characteristics at TA=25 °C unless otherwise noted




	More datasheets: ADNS-5000 | FDS6572A | 1825 | 44043 | AFCT-57D5ATPZ | M5673 SL001 | M5673 SL002 | M5673 SL005 | 3367 | FDR8521L






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived CPDA10R5V0U-HF Datasheet file may be downloaded here without warranties.
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