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Power-Voltage Monitoring IC with Watchdog Timer


The MB3793 is an integrated circuit to monitor power voltage it incorporates a watchdog timer. A reset signal is output when the power is cut or falls abruptly. When the power recovers normally after resetting, a power-on reset signal is output to microprocessor units MPUs . An internal watchdog timer with two inputs for system operation diagnosis can provide a fail-safe function for various application systems. The model number and package code are as shown below.


Model No.


Marking Code


Detection Voltage


MB3793-42

3793-A

• Precise detection of power voltage fall
• Detection voltage with hysteresis
• Low power dispersion ICC = 27 uA reference
• Internal dual-input watchdog timer
• Watchdog timer halt function by inhibition terminal
• Independently-set watchdog and reset times
• Mask option for detection voltage to V, 0.1-V steps
• Two types of packages SOP-8pin 2 types


Application

• Arcade Amusement etc.

• San Jose, CA 95134-1709
• 408-943-2600


MB3793-42
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Pin Assignment


RESET CTW CTP GND


TOP VIEW


SOE008 SOB008


MB3793-42


Pin Description


Pin No. 1 2 3 4


Symbol RESET


CTW CTP GND


Description Outputs reset Sets monitoring time Sets power-on reset hold time Ground


Pin No. 5 6 7 8


Symbol VCC INH CK2 CK1


Description Power supply Inhibits watchdog timer function Inputs clock 2 Inputs clock 1
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Block Diagram


MB3793-42


To VCC of all blocks


I1 3 uA


I2 30 uA

5 VCC


CTP 3


Output buffer


RESET 1


Comp. O


INH 6


CTW 2


Watchdog timer


Pulse generator 1


CK1 8


Pulse generator 2


CK2 7


QS RSFF2 QR


QS RSFF1 QR


R1 590 kΩ


Reference voltage

generator

Ordering Information


Part Number MB3793-42PF-❏❏❏E1


MB3793-42PNF-❏❏❏E1


Package

8-pin plastic SOP SOE008

8-pin plastic SOP SOB008


Remarks


RoHS Compliance Information


The LSI products of Cypress with “E1” are compliant with RoHS Directive , and has observed the standard of lead, cadmium, mercury, Hexavalent chromium, polybrominated biphenyls PBB , and polybrominated diphenyl ethers PBDE The product that conforms to this standard is added “E1” at the end of the part number.
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Package Dimensions


Package Code SOE008


MB3793-42


INDEX AREA


A A1 10

4 E1 E


TOP VIEW


C A-B D


BOTTOM VIEW


DETAIL A

b SIDE VIEW


SEATING PLANE C


C A-B D 8


GAUGE PLANE


A' L L1


DETAIL A

b SECTION A-A'


DIMENSION SYMBOL


MIN. NOM. MAX.

1 27 6

/ / ' , 0 1 6 , 2 1 6 5 , 1 0 , / / , 0 7 5

' , 0 1 6 , 2 1 , 1 * 1 ' 7 2 / 5 1 & , 1 * 3 5 6 0 < 0

' , 0 1 6 , 2 1 , 1 * ' , 1 & / 8 ' 0 2 / ' / 6 + ' , 0 1 6 , 2 1 , 1 * ' 2 6 1 2 7 , 1 & / 8 ' , 1 7 5 / ' / 6 + 2 5 3 5 2 7 5 8 6 , 2 1 , 1 7 5 / ' / 6 + 2 5 3 5 2 7 5 8 6 , 2 1 6 + / / 1 2 7 & ' P 3 5 6 , ' ' D Q G ' , 0 1 6 , 2 1 5 ' 7 5 0 , 1 ' ' 7 8 0 +

7 + 3 & * 7 2 3 0 < % 6 0 / / 5 7 + 1 7 + 3 & * % 2 7 2 0 ' , 0 1 6 , 2 1 , 1 * D Q 5 ' 7 5 0 , 1 7 + 2 8 7 5 0 2 6 7 5 0 2 7 + 3 / 6 7 , % 2 ' & / 8 6 , 9 2 0 2 / / 6 + 7 + % 5 % 8 5 6 * 7 % 8 5 6 1 ' , 1 7 5 / ' / 6 + % 8 7 , 1 & / 8 ' , 1 * 1 0 , 6 0 7 & % 7 + 7 2 1 % 2 7 2 0 2 7 + 3 / 6 7 , % 2 ' <

' 7 8 0 6 % 7 2 % ' 7 5 0 , 1 ' 7 ' 7 8 0 +

1 , 6 7 + 0 , 0 8 0 1 8 0 % 5 2 7 5 0 , 1 / 3 2 6 , 7 , 2 1 6 2 5 7 + 6 3 & , , ' 3 & * / 1 * 7 +

7 + ' , 0 1 6 , 2 1 3 / < 7 2 7 + / 7 6 & 7 , 2 1 2 7 + / ' % 7 1 P 7 2 P 5 2 0 7 + / 7 , 3

' , 0 1 6 , 2 1 E ' 2 6 1 2 7 , 1 & / 8 ' 7 + ' 0 % 5 3 5 2 7 5 8 6 , 2 1 / / 2 % / ' 0 % 5 3 5 2 7 5 8 6 , 2 1 6 + / / % P 7 2 7 / , 1 & 6 2 7 + E ' , 0 1 6 , 2 1 0 , 0 8 0 7 5 , & 2 1 ' , 7 , 2 1 7 + ' 0 % 0 1 2 % / 2 & 7 2 7 + / 2 5 ' , 8 2 7 + 2 7

7 + , 6 & + 0 5 7 8 5 , 6 2 3 7 , 2 1 / / , 7 , 6 1 2 7 3 5 6 1 7 + 1 3 , 1 , ' 1 7 , , 0 8 6 % / 2 & 7 , 7 + , 7 + , 1 ' 5 , 1 ' , & 7 '

, 6 ' , 1 ' 6 7 + 9 5 7 , & / ' , 6 7 1 & 5 2 0 7 + 6 7 , 1 * 3 / 1 7 2 7 + / 2 6 3 2 , 1 2 7 + 3 & * % 2 ' & / 8 ' , 1 * 7 + / , 1 2 5 7 + 5 0 1 + 1 & 0 1 2 & 9 , 7 ' 2 3 & * & 2 1 , * 8 5 7 , 2 1 6


JEDEC SPECIFICATION NO. REF N/A

Updated Ordering Information:


Change the package name from FPT-8P-M01 to SOE008


Change the package name from FPT-8P-M02 to SOB008

5610247


HIXT

01/31/2017


Deleted the part numbers, MB3793-42PF- ❏❏❏ and MB3793-42PNF- ❏❏❏


Deleted the words in the Remarks, “Lead Free version”


Updated Package Dimensions Updated to Cypress format


Deleted “Marking Format Lead Free version ”


Deleted “Labeling Sample Lead free version ”


Deleted “MB3793-42PF- ❏❏❏ E1, MB3793-42PNF- ❏❏❏ E1 Recommended Conditions of


Moisture Sensitivity Level”

5788795 MASG 06/28/2017 Adapted Cypress new logo.
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MB3793-42


Sales, Solutions, and Legal Information


Worldwide Sales and Design Support


Cypress maintains a worldwide network of offices, solution centers, manufacturer’s representatives, and distributors. To find the office closest to you, visit us at Cypress Locations.


Products


Solutions


Microcontrollers

cypress.com/arm


PSoC 1 | PSoC 3 | PSoC 4 | PSoC 5LP | PSoC 6


Automotive Clocks & Buffers Interface

cypress.com/automotive cypress.com/clocks

cypress.com/interface


Cypress Developer Community Forums | WICED IOT Forums | Projects | Video | Blogs | Training | Components


Internet of Things Memory Microcontrollers

cypress.com/iot cypress.com/memory

cypress.com/mcu


Technical Support cypress.com/support


PSoC

cypress.com/psoc


Power Management ICs

cypress.com/pmic


Touch Sensing

cypress.com/touch


USB Controllers

cypress.com/usb


Wireless/RF




	More datasheets: EKSFDCAWD | EYSFDCAWD | 17-10019 | 17-10012 | 17-10009 | 2N5953 | 2N5953_J35Z | 3254J/2H3P | B88069X0400S102 | SEN0158






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived MB3793-42PF-GT-BND-K5E1 Datasheet file may be downloaded here without warranties.
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