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	PDF Datasheet Preview
	NH Low Voltage Industrial Fuse Links


SIZE C00 000 CLASS aM

500Vac

1 FUSE LINK SELECTION TABLE


Rated Current

4 6 8 10 12 16 20 25 32 40 50

4NHC00M 6NHC00M 8NHC00M 10NHC00M 12NHC00M 16NHC00M 20NHC00M 25NHC00M 32NHC00M 40NHC00M 50NHC00M


Watts loss W


DIMENSIONAL DATA ON PAGE 33

• For the protection of motor circuits
• Partial range breaking capacity
• Rated at 500Vac to IEC 60269-2-1 VDE 0636
• VDE Licence Mark
• Other voltage ratings available,

contact Bussmann for further information


Breaking Capacity


Weight


Packaging

120kA 500V ac

3 pcs per Carton

2 FUSEHOLDER SELECTION TABLE FOR SIZE C00 000 FUSE LINKS


No.Poles


SB00 SBS00 TB00


Material


Fibreglass Steatite


Fibreglass


Max Rated Current

160A


Max Watts Loss of Fuse Link


Weight


Packaging

3 per box 1 per box 1 per box

3 FUSE SWITCH-DISCONNECTOR SELECTION TABLE FOR SIZE C00 000 FUSE LINKS


No.Poles


LBS00/1 LBS00/3


Max Rated Current of Fuse Links

160A


Rated Voltage

690A ac


Max Watts Loss of Fuse Link


Weight kg


Packaging 1 per Box


For more information visit our website at


NH Low Voltage Industrial FuseLinks Performance Data


Electrical Characteristics




	More datasheets: DS89C420-ENG | DS89C420-MCS | DS89C420-ECS | 6NHC00M | 10NHC00M | 8NHC00M | 32NHC00M | 25NHC00M | 20NHC00M | 16NHC00M






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived 50NHC00M Datasheet file may be downloaded here without warranties.
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