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Package view white LED luminous flux output current capability viewing angle compliant Binning


The Everlight EAHP5630WA0 package has high efficacy, high CRI, low power consumption, wide viewing angle and a compact form factor. These features make this package an ideal LED for all lighting application.

and Entertainment Lighting pipe application and backlight in office and family equipment use


LifecyclePhase:


Expired Period Forever


DATASHEET SMD
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Mass Production List for CRI>80


Product EAHP5630WA0


Notes Tolerance of Color Rendering Index ±2 Tolerance of Luminous flux:


CRI Min. 1


CCT K 6500K


Min. 2


Max. 2


LifecyclePhase:


Expired Period Forever
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Chip Materials


InGaN


Emitted Color


Cool White Netural White Warm White


Resin Color Water Clear


Absolute Maximum Ratings


Parameter


Forward Current Peak Forward Current Duty 1/10 Power Dissipation Operating Temperature Storage Temperature Thermal Resistance Junction / Soldering point Junction Temperature Soldering Temperature


IF IFP Pd Topr Tstg Rth J-S Tj


Tsol


Electro-Optical Characteristics


Rating


Unit

-40 ~ +85

-40 ~ +100


Reflow Soldering 260 for 10 sec. Hand Soldering 350 for 3 sec.


Parameter


VF Ra IR


Notes Tolerance of Luminous flux Tolerance of Forward Voltage ±0.1V. Tolerance of Color Rendering Index ±2


Min.

55 80 ---------


Typ.

------------120 -----


Max.




	More datasheets: 381 | DS-862GB-S6A1E | DS-862GB-U5A1E | DS-862GF-S6A1E | DS-862GF-U5A1E | DS-862GF-U2A1E | DS-862GB-U2A1E | CL-426F-AA-SD-TS | CL-426F-AACC-SD-TS | CY62128VLL-70ZC






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived EAHP5630WA0 Datasheet file may be downloaded here without warranties.
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