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Data Sheet B4065


SAW Components Low-Loss Filter Data Sheet


Features q Low loss IF filter for HiperLAN q Balanced to balanced operation q Package for Surface Mounted Technology


Terminals q Ni, gold-plated


B4065 940,0 MHz


SMD ceramic package QCC8D


Pin configuration


Input


Input


Output


Output


To be grounded


Case - ground


Dimensions in mm, approx. weight 0,037 g


Type

Ordering code


B4065


B39941-B4065-U810


Electrostatic Sensitive Device ESD


Maximum ratings


Operable temperature range T


Storage temperature range Tstg


DC voltage


Source power


Marking and Package according to C61157-A7-A72


Packing according to F61074-V8101-Z000

40/+ 85 40/+ 85


V dBm

source impedance 200
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SAW Components Low-Loss Filter Data Sheet Characteristics Operating temperature range Terminating source impedance Terminating load impedance:


Nominal frequency


TA = -20 +85 ZS = 200 ZL = 200

min.

typ. 940,0


Minimum insertion attenuation

αmin

fN ± 10,0 MHz


Amplitude ripple in passband p-p

fN ± 10,0 MHz


Passband width

αrel 1,0 dB αrel 3,0 dB


B1,0dB


B3,0dB


Group delay ripple p-p

fN ± 10,0 MHz


Input/Output VSWR fN ± 10 MHz


Relative attenuation relative to αmin

αrel

fN − 820 MHz fN − 640,0 MHz

fN − 640 MHz fN − 240 MHz

fN − 240 MHz fN − 48,5 MHz

fN − 48,5 MHz fN − 31,5 MHz

fN − 31,5 MHz fN − 28 MHz

fN − 20,0 MHz

fN + 25 MHz fN + 28 MHz




	More datasheets: XPGWHT-L1-0000-00EE6-RND-9LED | XPEWHT-L1-0000-00BE6-RND-3LED | T0058764712N | EMS120125-P2P-SZ | FEB176 | FAN5631MPX | FAN5632MPX | CY3650 | SMP2-SGC | 2116






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived B39941B4065U810 Datasheet file may be downloaded here without warranties.
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