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	PDF Datasheet Preview
	ST-32


Vishay


Surface Mount Cermet Trimmers single turn

• Lead Pb -free soldering, Cadmium-free
• Top and side adjustment styles
• Rotor with a cross slot for ease of adjustment
• Leaded terminals provide strong as adhesive strength

against P.C.B. bending
• J-hook, Gull wing and leaded terminal configurations
• Sealed / Washable
• RoHS compliant


DIMENSIONS in millimeters RECOMMENDED P.C.B. PAD OUTLINE DIMENSIONS


ST-32A, G, EA, EG


ST-32B, H, EB, EH


Unit mm


For reflow soldering


Note The zero point is the center of mounting.


For technical questions contact:


Surface Mount Cermet Trimmers single turn


ST-32


Vishay


DIMENSIONS in millimeters OUTLINE DIMENSIONS


Unless otherwise specified, tolerance ± Unit mm


ST-32A, ST-32EA Top adjustment


CW rotation

2 Note the terminal position.


Resistance code 2 digits


ST-32B, ST-32EB Top adjustment


Cross slot for a 0 bit driver, depth:


Resistance code 2 digits


Specifications are subject to change without notice. Specifications in this catalog are for reference. The formal specification sheets will be

submitted upon request.


ST-32G, ST-32EG


Unless otherwise specified, tolerance ± Unit mm


Side adjustment


Cross slot for a 0 bit driver, depth:


CW rotation


Note the terminal position.


Adjustment


Resistance code 2 digits


For technical questions contact:


ST-32


Vishay


Surface Mount Cermet Trimmers single turn


DIMENSIONS in millimeters


ST-32H, ST-32EH Side adjustment


Cross slot for a 0 bit driver, depth:

ORDERING INFORMATION


ST-32


SERIES NAME


TEMINAL PIN


Blank Sn-Pb E Sn-Cu Lead


Pb -free


FORM OF PACKAGING


T Taping Reel


Blank Bulk in vinyl bags


PRODUCT SHAPE OF TERMINAL A, G J-hook B, H Gull wing

204 RESISTANCE CODE


This product is manufactured by Copal Electronic Co. Ltd. of Tokyo, Japan and distributed by Vishay in North and South America only. This product is not available from Vishay outside of North or South America.


For technical questions contact:


Notice


Legal Disclaimer Notice


Vishay


Specifications of the products displayed herein are subject to change without notice. Vishay Intertechnology, Inc., or anyone on its behalf, assumes no responsibility or liability for any errors or inaccuracies.


Information contained herein is intended to provide a product description only. No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this document. Except as provided in Vishay's terms and conditions of sale for such products, Vishay assumes no liability whatsoever, and disclaims any express or implied warranty, relating to sale and/or use of Vishay products including liability or warranties relating to fitness for a particular purpose, merchantability, or infringement of any patent, copyright, or other intellectual property right.


The products shown herein are not designed for use in medical, life-saving, or life-sustaining applications. Customers using or selling these products for use in such applications do so at their own risk and agree to fully indemnify Vishay for any damages resulting from such improper use or sale.




	More datasheets: ST32TA104 | ST32TB301 | ST32TA204 | ST32TB101 | ST32TB500 | ST32TB200 | ST32TB100 | ST32TA105 | ST32TB303 | ST32TB501






Notice: we do not provide any warranties that information, datasheets, application notes, circuit diagrams, or software stored on this website are up-to-date or error free. The archived ST32TB503 Datasheet file may be downloaded here without warranties.
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